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A polymer nanohydrogel can be defined as a three-dimensional polymer 
network composed of hydrophilic crosslinked macromolecular chains filled with 
liquid and possessing a diameter of 1-102 nanometers.  Nanohydrogels have 
drawn huge interest due to their potential applications, such as target-specific drug 
delivery carriers, absorbents, chemical/biological sensors, and bio-mimetic 
materials.  However, the conventional methods of nanohydrogel synthesis require 
toxic chemicals (e.g., initiators, crosslinking agents) to form the gel structure.  
The additional steps required to remove unreacted or residual (undesired) 
substances cause nanohydrogel fabrication to be complicated, environmentally 
unfriendly, and unsuitable for biomedical use.   
This study aims to develop simple and efficient methods of producing 
nanohydrogels from polymeric, aqueous solutions using ionizing radiation.  
  
Poly(vinyl pyrrolidone) (PVP) nanohydrogels of various sizes and molecular 
weights were prepared by pulsed electron beam and steady-state gamma 
irradiation at different doses (5 and 10 kGy; 1Gy = 1 J kg-1) and temperatures (20 
to 77 °C).  The pervaded volume of the PVP chains becomes smaller at high 
temperatures (above 50 °C) due to the disruption of hydrogen bonds between 
water and PVP molecules which reduces the size and the molecular weight of the 
synthesized PVP nanohydrogels.  The synthesis parameters (e.g., irradiation 
temperature, pulse repetition rate, dose rate, and solution concentration) were 
varied in order to control the size and the average molecular weight of the 
irradiated sample.  In the absence of oxygen, the radiolytically produced free 
radicals of the thermally collapsed PVP molecules primarily underwent intra-
crosslinking reactions, along with a minor contribution from inter-crosslinking 
reactions.  The predominance of the intra-crosslinking mechanism was exhibited 
at high irradiation temperature (77 °C) in dilute solutions (c = 0.9 x 10-2 mol L-1).  
The formation of carbon-centered free radicals along the backbone of the PVP 
chain at higher pulse repetition rate (300 pulses per second) was found to enhance 
the intra-crosslinking reaction, thereby leading to the formation of smaller 
nanohydrogel molecules containing an average hydrodynamic radius (Rh) of 9.9 ± 
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Chapter 1:  
INTRODUCTION 
 
Nanometer-sized structures are gaining increasing interest for their unique 
properties and performance which result from their small size.  There are a number of 
hard nanomaterials, including metals and ceramics, which have been extensively 
explored and characterized.  Soft materials, such as polymer gels that exhibit 
mutability and responsiveness to their surroundings can also be engineered to form 
nanostructured products. The mutability and responsiveness of these materials have 
led to a great deal of research interest for potential applications including drug-
delivery carriers [1], sensors [2], nanoreactors [3], and bio-mimetic mechanical 
devices [4] (e.g., artificial muscle), as are shown in Figure 1.   
 






Polymer gels may be categorized by their dimensions as either nano- or 
macroscopic gels, and each type may be selectively produced through the control of 
the gel-forming crosslinking reactions used to produce them.  The inter-molecular 
crosslinking process which yields macroscopic gels has been extensively studied and 
is relatively well understood [5-8].  However, the radiation-induced synthesis of 
polymer nanogels, which is based on an intra-molecular crosslinking process, is less 
explored.  An understanding of the mechanism of crosslink formation is very 
important in order to control the final, physical properties (e.g., size, conformation, 
molecular weight, crosslinking density, etc.) of the produced nanohydrogel materials.  
In this work, polymer nanohydrogels were prepared from dilute poly(vinyl 
pyrrolidone) (PVP) aqueous solutions by means of irradiation with either pulsed, high 
energy electrons or steady-state γ-rays.  The effects of radiation synthesis parameters 
(e.g., total dose, pulse repetition rate, etc.) as well as physical parameters (e.g., 
solution concentration and irradiation temperature) on the nanohydrogel products are 
presented in Chapter 3.   
 Pulse radiolysis was used to study the kinetics of gel-forming crosslinking 
reactions, and is discussed in Chapter 4.  The second order decay of carbon-centered 
free radicals on the PVP backbone through inter- and intra-molecular crosslinking 
was observed.  Changes in the PVP chain conformation at different temperatures 
were also found to affect the kinetics of these radical reactions. 
 Chapter 5 is devoted to the discussion of a novel synthesis process of PVP 





contains recommendations for future work which are based on the research presented 
in this dissertation.  Studies of various stimuli-responsive functional nanohydrogels 
will be carried out and extended through investigations of their physicochemical 
properties.  A novel process for the synthesis of nanohydrogels through the irradiation 
of nano-phase separated materials is described, and the preliminary result of this work 
is discussed.  Proposed experiments for the formation of multi-functional and multi-









2.1 Polymer nanohydrogel and its biomedical importance  
A hydrogel is composed of two-components: a three-dimensional polymer 
network and water.  The combination of these components forms a material that 
exhibits both good fluidity and mechanical stability [9].  The chains of the polymer 
are chemically crosslinked by stable and flexible covalent bonds [9].  A hydrogel 
typically has a very low shear modulus and a disordered structure containing a 
considerable amount of water [10].  This network can be swollen and retain 
concentrations of liquid 100 times (or more) its dry weight if the solvent is 
compatible with the polymeric component (i.e., a good solvent for the polymer in its 
uncrosslinked form).  The equilibrium concentration is a function of the crosslink 
density, chemical composition, and surrounding environment.  Bio- or medical 
materials are the most anticipated applications of polymer hydrogels.  Polymer 
systems have many advantages over conventional lipid –based vesicles which cause 
them to be more conducive to drug loading, storage stability, and in vivo controlled 
drug release [11, 12]. 
Classical methods used to synthesize micro- and nano-sized polymeric gel 
particles are based on conventional, thermally initiated polymerization, usually in an 
emulsion [13, 14].  However, these preparation methods are often accompanied by 





be completely and carefully removed from the final product, which is a disadvantage 
for use in biomedical applications.  These requirements demonstrate the need for a 
safe and clean alternative synthesis method.  
Ionizing radiation techniques have already been proven to be advantageous in 
the synthesis of macroscopic hydrogels, particularly those for biomedical applications 
(e.g., wound dressing and controlled drug delivery devices [6, 15]).  These techniques, 
as explained in Chapter 2.2.6, are based on the ionizing radiation-induced production 
of hydroxyl radicals and hydrogen atoms in water, which subsequently react with 
macromolecules to yield randomly dispersed polymer radicals.  These radicals 
undergo recombination to form permanent covalent bonds.  When a sufficient dose is 
applied, all the chains become linked together into a three-dimensional network. 
Pulse radiation (i.e., pulsed electron beam radiation-induced radiolysis) is an 
alternative technique to synthesize nanohydrogels [16, 17].  This method involves the 
application of a succession of short and intense pulses of electrons to rapidly generate 
carbon-centered radicals on individual polymer backbones.  It promotes a 
crosslinking reaction within the same chain (intra-crosslinking) through radical 
recombination while suppressing the formation of crosslinks between different chains 
(inter-crosslinking).  Since the only substances contained in the system are polymer 
molecules and water, potentially harmful agents are excluded and purification steps 
can be omitted by using this procedure.  Thus, this process is a clean, environment-
friendly technique that does not involve the generation of waste, and has a very low 
cost.  Ionizing radiation-induced crosslinking has unique advantages.  Control of the 





microgels with various crosslink densities, molecular weights, and desired 
dimensions.  High-energy ionizing radiation can also be used to sterilize the materials 
produced with a dose of 25 kGy.  However, the dose requirements for the synthesis of 
hydrogels are usually less than 10 kGy.  These potentially advantageous features, 
which are currently unmatched by conventional techniques, are important for the 
development of therapeutic systems based on nanohydrogels (e.g., target-specific 
drug delivery).  Nanohydrogels may serve as matrices for the intravenous controlled 
release of drugs, where the release rate and localization of release site are governed 
by the size and crosslink density of the gel [18, 19].  Nano-sized drug carriers can 
provide benefits with interesting features, such as an increased rate of response to 
external stimuli (i.e., response rate toward change of stimuli that is inversely 
proportional to the square of the size of the gel [20]) and higher circulation times in 
the blood stream which result in raised chances of drug delivery to specific organs 
through the evasion of the reticulo-endothelial system (RES) (Figure 2.1) [21, 22].   
 







They are also effective carriers for target-specific drug delivery to tumor tissues.  
Nanoscopic particles can accumulate (in the passive mode) preferentially near tumor 
sites through what is known as the Enhanced Permeability and Retention (EPR) effect.  
The EPR effect is mediated by four major factors: (i) hypervasculature of tumor 
tissues due to active angiogenesis, (ii) defective anatomical structure of tumor blood 
vessels (leaks in the vessel walls), (iii) enhanced production of vascular mediators 
such as nitric oxide and bradykinin, and (iv) incomplete lymphatic drainage system 
[23]. 
Figure 2.2 shows the selective uptake of a nanohydrogel-drug conjugate within a 
tumor angiogenic vessel.   
 
Figure 2.2. Target-specific drug delivery with an aid of EPR (Enhanced Permeability 
and Retention) effect. 
 
Additional applications of nanohydrogels include carriers or cell markers for medical 
tests [24, 25], blocking agents for dental channels, synovial fluid substitutes, fast-





rheology control additives, catalyst carriers in membrane reactors, and a matrix for 





2.2 Radiation physics and chemistry 
  
 In this chapter, the basic principles of radiation physics and chemistry are 
reviewed and adapted in order to explain the experimental system investigated in this 
work.  The characteristics of different types of ionizing radiation sources and free 
radical reactions induced by ionizing radiation are discussed.  
 
2.2.1 Interactions of radiation with matter 
 The types of radiation used in these experiments are steady-state radiolysis 
and pulsed electron irradiation using cobalt-60 (60Co) radioisotope and electron beam 
linear accelerator respectively.  The energy deposited in a complex homogeneous 
medium is proportional to the electron fraction of each component.  The relative 
proportions of radiation-induced chemical products may vary by what is known as the 
linear energy transfer (LET) and the composition of the absorbing medium.  LET 
(keV μm-1) is associated with the nature and the energy of the incident radiation and 
is defined as the linear rate of energy loss of ionizing (charged) particles which are 
present in the radiation ray or arise from it while traversing a medium.  Low LET 
radiation generates ions (e.g., anions, positive ions, and secondary electrons) and 
electronically excited species in the form of small clusters (spurs) or columnar tracks. 
These reactive species can then induce chemical changes in a material.  As energy is 
transferred from fast charged particles to matter, the particles lose kinetic energy and 
leave behind a trail of ionized and excited species in their path.  High-energy 





eV to yield primary ionized species of the interaction, especially hydroxyl radicals 
and hydrated electrons [27, 28].  The volume in which energy is deposited at each 
discrete step is known as a spur.  In water, the mean radius of a spur is approximately 
1 nm and the mean separation between successive spurs is approximately 200 nm [27, 
29].  The scheme of spur model is represented at following Figure 2.3 [30]. 
 
 
Figure 2.3. Simplified scheme of the spur model for the track of an energy-rich 
electron water (the distance between neighboring spurs in the track of  the primary 
electron is drawn too short by a factor of 20, those of the σ-electron by a factor of 6) 
[30]. 
 
The primary chemical species are generated after physical deposition of the energy in 
less than 10-12 s.  
Low LET radiation (such as high energy electron or γ-rays) induces more 
widely separated ionized and excited species in spurs, whereas high LET radiation 
(such as heavy charged particles (e.g., α-particles)) generates cylindrical particle 
tracks which are densely populated with spurs.  60Co and electron beam accelerators 





and convenience.  Gamma photons from 60Co and high energy electrons from 
electron beam accelerators produce secondary electrons when they interact with 
matter.  The LET of 1.25 MeV gamma photons and 7 MeV electrons are 
approximately 0.2 eV nm-1 in aqueous media [31].  
  
2.2.2 Gamma rays 
Gamma rays are a form of electromagnetic radiation produced from the 
radioactive decay (e.g., 60Co) with energies in the keV to MeV range.  The 60Co 
radioisotope emits a beta particle with energy of 0.31 MeV by beta decay and 
transforms into excited Nickel-60 (60Ni), which contains a half life of 5.3 years.  It 
then drops down to its ground state through the emission of two gamma rays with 
energies of 1.17 MeV and 1.33 MeV (1.25 MeV average energy) [28].   
60Co à  60Ni*  +  e-  + ve    (2.1) 
60Ni*  à 60Ni  + γ     (2.2) 
In the experimental facility used this work, the 0.31 MeV energy from beta decay is 
completely absorbed in the stainless steel cladding (wall thickness = 8 mm, shown in 
Figure 2.10) where 60Co radioisotope material is enclosed, thereby causing its 
radiation effect to be negligible.   
The major radiation interaction mechanisms of gamma rays include the photoelectric 
effect, Compton scattering, and pair production.  In this experiment, the 1.25 MeV 
(average) energy of the 60Co gamma ray lost most of its energy through Compton 
scattering.  Compton scattering is an elastic interaction where an incident gamma 





within a material, causing the electron to be accelerated while the photon is deflected 
from the incident direction with reduced energy [27].  The probability of Compton 
scattering decreases as the energy of the photon increases.  A schematic diagram of 
Compton scattering is shown in Figure 2.4 and the corresponding descriptive equation 
is given in Eq. (2.3) [27].  The excitation and ionization generated by the scattered 
photons become insignificant after several interactions, whereas the scattered 
Compton electrons produced are higher in energy and contribute more to the chemical 
changes which eventually take place in the material.  A few Compton electrons can 
produce ionizing events on the order of 10,000, whereas a single 1.25 MeV gamma 
photon can only produce several ionization events before it disappears. 
 
Ee = Eo - Eγ 
Figure 2.4. Compton Scattering [27]; The energy and momentum of the incident 















Scattered photon, Eγ 
Incident photon, E0 






 Electron beam ionizing radiation involves the interaction of electrons with 
matter by several processes, including emission of ionizing radiation as well as elastic 
and inelastic collisions.  The type interaction is determined mainly by the energy of 
incident electrons.  Electrons produced by the UMCP LINAC have energy of 7 MeV 
which is lost primarily through inelastic collisions.  As the primary electrons are 
slowed down, cascades of secondary, tertiary and consecutive electrons are produced.  
The electron energy loss by ionization and excitation is described in the following 






















































where (dE/dl)col is specific energy loss or stopping power S, N is the number of atoms 
per unit volume, e is the charge on the electron, Z is the atomic number of the 
stopping material, me is the rest mass of the electron, n is the velocity of the electrons, 
b is n/c, c is the velocity of light, and I is the mean excitation potential for the atoms 



















      (2.5) 
where ρ is the density of material.  
To calculate the maximum range of penetration of electrons produced by the UMCP 





    R = 530 E – 106    (2.6) 
where R is electron range (mg cm-2) and E is electron maximum energy (7 MeV for 
the UMCP LINAC).  R is given as 3.6 g cm-2 for 7 MeV electrons, so by knowing 
solution density, the maximum range (cm) of the electrons in the solution can be 
calculated. 
 
2.2.4 Radiation chemical yield 
The radiation chemistry emphasizes the chemical changes induced by 
interactions of ionizing radiation with materials.  The radiation chemical yield (G 
value) is defined as the moles of product produced or destroyed per joule of absorbed 
ionizing radiation energy (generally expressed as μmol J-1 in SI units, or described as 
the number of molecules chemically changed per 100 eV of absorbed energy).  The 
SI unit of absorbed dose is the gray (Gy) which is defined as the amount of the 
absorbed energy in joules per unit mass (kg) [27, 28].  The expression radiation 
chemical yield is as follows: 











=   (2.7) 
where C is the concentration of product formed or destroyed, D is the absorbed dose, 
and ρ is the bulk density.  Most G values are typically less than 1 μmol J-1, whereas 






2.2.5 Radiation chemistry of aqueous systems 
The interactions of the radiation with a material are distributed in proportion 
to the electron fraction of each component.  Thus, in the case of a dilute solution of 
polymer, which is the interest in this work, primary reactive species are 
predominantly formed in the solvent (water) and then induce secondary chemical 
effects in minor solutes [27].  This is a good example of secondary effects which 
yield products by ionizing radiation.  Direct effects predominate in systems where the 
reactive radicals cannot move freely (such as soils) or where a particular species 
comprises a larger mass fraction of the total matrix.  In those cases, ionizing induced 
degradation usually occur.  Direct effect normally produces primary products, such as 
a high energy electron and a consequent cation or interactions of the high energy 
electron as it is thermalized.   
The radiation chemistry of water and aqueous solutions have been widely 
studied for their biological and ecological importance.  Irradiation of such aqueous 
systems with γ-rays or high energy electrons (low LET) generates the following 
primary products: hydrated electrons (eaq
-), hydrogen atoms (H), and hydroxyl 
radicals (●OH).  Electrons with thermal energies become hydrated (eaq
-) as they are 
surrounded with polar water molecules within approximately 10-12s.  Charged 
particles (ions) also change into a hydrated form as ions are surrounded by shells of 
water molecules, with the electrostatic attraction between the ion and water dipoles 
holding them together [27].  The following Figure 2.4 represents the space-time 
development of a spur, transformation of intermediate species, and their diffusion 





after deposition of energy are ·OH, eaq
-, H, H3O 
+, H2O2 and H2.  Each product’s 
radiation chemical yield (G value) are presented in the case of water at natural pH as 
follows [33]: 
G(eaq
-) = G(●OH) = G(H3O
+) = 0.28; G(H) = 0.062; G(H2) = 0.047; G(H2O2) = 0.072 
(μmol/J)         (2.8) 
 
 
   Figure 2.5. Space-Time development of a spur in a dilute, aqueous system [34]. 
 
The ●OH are very reactive in oxidizing species.  They add to unsaturated bonds (e.g., 
double bonds) with rate constants near the diffusion controlled limit and readily 
abstract H from the C-H bonds of macromolecular chains to yield carbon-centered 
radicals.  Because the O-H binding energy in water is very high (∆H (H-OH) = 495 kJ 





always exothermic reactions.  Due to this high reactivity, the H-abstraction by ●OH is 
non-selective process [35].  H atoms can also contribute to this abstraction of H as 
follows: 
RH + H/ ●OH → R● + H2/H2O   (2.9) 
where R represents alkyl or aryl group, R● represents each radical. 
Besides H-abstraction, ●OH can also be involved in addition to double bonds: 
      ●OH + CH2=CH2 → HO-CH2-CH2●      (k = 4.8 x 10
9 L mol-1 s-1)  (2.10) 
The ●OH predominantly reacts with polarized double bonds at the electron-rich center 
[36] due to its electrophilicity [37]. 
The hydrated electron (eaq
-), a localized electron surrounded by oriented water 
molecules, is a strong reducing agent.  Its one-electron transfer reaction can be 
expressed as follows [38]: 
eaq
- + Sn → Sn-1      (2.11) 
where n is the charge on the solute S.  It reacts preferentially with the vacant orbital 
of a system, and is highly reactive with organic molecules with low-lying vacant 
orbitals (such as most aromatics, carbonyl compounds, halides, disulfides, thiols, and 
nitro compounds).  The eaq
- reacts with oxygen to yield the superoxide radical ion 
(O2● 
–) (reaction 2.12).  The O2● 
– is then converted into HO● 2 depending on the pH of 
the solute as is described in the following reaction 2.13. [30]   
eaq
- + O2  →  O2● 
–      (2.12) 
O2● 
– + H3O






2.2.6 Reaction mechanism of eaq
- and ●OH with polymer 
The aqueous polymer system of this work consists of water as a solvent and 
hydrophilic PVP as a solute.  Water absorbs most of the ionizing radiation energy 
since the concentrations of PVP solutions studied in this work were very dilute (i.e., 
below overlap concentration) in most cases.  The initial reactive species upon 
ionizing radiation are the ●OH, eaq
-, and H atoms which are described in Chapter 2.2.5.  
The reaction mechanism of these species with PVP is represented in Figure 2.6 and 
2.7.  The eaq
- reacts with carbonyl group of PVP to yield radical anions (A) and (B), 


















































Figure 2.6. Reaction mechanisms of hydrated electrons with PVP. 
 
In general, ●OH reacts with polymer either by abstracting H or adding to a double 
bond [27].  Since PVP does not have unsaturated carbon within its structure, H 
abstraction is expected to occur at the carbon in the aliphatic polymeric backbone 





Both abstractions produce carbon-centered free radicals (PVP is shown as Zwitterion 
structure). 
 
    
Figure 2.7. Reaction mechanisms of hydroxyl radicals with PVP. 
 
In this study, ●OH is the major species in the reaction with PVP, since eaq
- is 
converted into ●OH by nitrous oxide according to the following reaction [39]:   
 eaq
- + N2O + H2O → ●OH + OH
- + N2       (k = 9.1 x 10
9 L mol-1 s-1) (2.14) 
The yield of carbon-centered radicals is thereby increased.  The H atoms have a much 
lower yield than that of hydroxyl radicals (ca. 10% of the hydroxyl radicals in N2O-
saturated solutions) and the rate constants of reaction with polymer chains are lower 
[17].  The PVP carbon-centered free radicals subsequently undergo one of these 
reactions: scission, hydrogen transfer, recombination, or disproportionation [17].  



































long, such as in poly(acrylic acid) [7].  Hydrogen transfer does not affect the polymer 
structure, but disproportionation is a competing reaction with crosslinking as is shown 























































































































































































Figure 2.9. Disproportionation reaction mechanism of PVP carbon-centered free 
radicals. 
 
The radical recombination reaction is the most important type of reaction for 
gel formation, and it can occur between adjacent polymer chains (inter-molecular 
crosslinking) or within single polymer chain (intra-molecular crosslinking).  Figure 
2.10 shows a schematic of the two types of crosslinking reactions.  Inter-molecular 
(also called wall-to-wall) crosslinking is expected to increase the average size and 
molecular weight of starting polymer chains, whereas intra-molecular recombination 





         
 
Figure 2.10. The crosslinking reaction schematics: inter-molecular (a), intra-
molecular crosslinking (b). 
 
If the concentration of polymer solution is high and the dose rate (Gy s-1) is 
relatively low (e.g., γ-ray radiation), the number of radicals existing simultaneously 
on a single polymer chain is much less than one.  This causes the probability of 
forming intra-molecular crosslinking bonds to be much less than that of inter-
molecular crosslinks between adjacent chains.  On the other hand, if the dose rate (Gy 
s-1) and dose per pulse (Gy pulse-1) are high (e.g., electron beam radiation at high 
pulse repetition rate), then multiple carbon-centered radicals can exist simultaneously 
within a single chain and form intra-molecular crosslinks.  This occurs due to the 
higher probability of interaction between radicals on a single chain than that of 
different chains.  The changes in size (Rh) and molecular weight of nanohydrogels 










2.3 Radiation facilities and dosimetries 
 
2.3.1 Linear accelerator radiation facility 
For the synthesis and the kinetic measurements of the nanohydrogels studied 
in this work, a fixed mount Varian® electron beam linear accelerator (LINAC) at the 
University of Maryland, College Park (UMCP) was used.  Figure 2.11 shows a 
schematic of the major functional components of the UMCP LINAC.  The actual 
equipment is shown in Figure 2.12.  It consists of a pulse transformer, electron gun, 
gun housing (consisting of the gun steering, anode, and collimator), injection focus 
bending magnet coils, accelerator guide, power supply, vacuum pump, and current 
regulator chassis.  Electron pulses are emitted from a heated filament into the cavity 
of the accelerator waveguide structure (about 1.5 m in length) with a 3 microsecond 
pulse width at a continuous variable repetition rate of up to 550 pulses per second at a 
pulse level of approximately 80 kV.  The filament is made from barium aluminate 
(BaAl2O4), which is a thermionic material.  When it is heated, electrons are boiled off 
and broken freely from the surface atoms.  The emitted electrons are accelerated to 
the cathode by a 3 kV dc control potential, focused, and then passed through a 
collimating aperture.  A thin lens magnet placed between the cathode and collimator 
provides the variation of injected current by causing change in the focal length and 
collimator beam diameter.  In these experiments, electron beam energy is tuned to 7 
MeV (tunable range of between 1 to 8 MeV) with a maximum beam current of 200 
mA.  Pulse repetition rate is varied from 20 to 300 pulses per second (Hz).  Samples 





aluminum caps and placed at a 10 – 15 cm distance from the electron emission port.  
The dose per pulse was maintained within a range of 30 – 35 Gy for most of this work. 
  
Figure 2.11. Schematic of major functional component of the UMCP LINAC 
(Magnetron and Vac Ion Pump shown reversed) [40]. 
 
 





2.3.2 Gamma radiation facility 
Another radiation source used for the synthesis of nanohydrogels is the 60Co 
γ-ray radiation facility at the UMCP.  The radiation cell houses ten Neutron Products, 
Model 200324 60Co source pencils (total activity was 8.25 × 1013 Bq (2230 curies) at 
the time of experiments) arranged in an annulus (Figure 2.13) that delivers dose rates 
of 3.5 kGy h-1 (equivalent to 0.972 Gy s-1).  The walls facing unrestricted areas are 
composed of 2307 kg m-3 concrete reinforced with steel bars and are from 1.2 to 1.5 
m thick.  Entrance to the vault is through an interlocked doorway which is closed 
during irradiations by a 0.5 m thick shielded steel door.  The source is stored at the 
bottom of a water-filled stainless steel tank (1.2 m diameter by 4.3 m deep) which is 
enclosed in a sealed concrete cylinder when not in use.  When it is being operated, the 
source is raised from the bottom of the pool to 0.76 m above floor level, where an 
aluminum lid is mounted on top of the pool tank (Figure 2. 14).  For all γ-ray 
radiations performed in this work, up to four 5 mL glass vials are mounted on a 
polystyrene plate and inserted into a 7.6 cm internal diameter sample holder fitted to 







Figure 2.13. Schematic of the UMCP 60Co Gamma sources & housing [40]. 
 
 






To determine the dose deposited in the system, three types of dosimetry were 
used in this project: (1) Fricke solution [27], (2) potassium-thiocyanate solution [27], 
and (3) radiochromic film [27].  The spectrophotometer model used to measure the 
change in absorbance of these dosimeters upon irradiation is a BeckmanTM DU Series 
7000.  The setup wavelength of the spectrophotometer measured was 605 nm for the 
radiochromic film and 304 nm for the Fricke solution. 
 
2.3.3.1 Fricke dosimetry  
In the most of the samples studied in this project, dilute aqueous polymeric 
solutions were irradiated with ionizing radiation sources to prepare nanohydrogels.  
An accurate estimation of the absorbed dose was obtained through the solution-based 
Fricke dosimeter.  The absorbed dose is determined by chemical changes in the 
dosimeters which occur upon exposure to ionizing radiation.  These chemical changes 
(e.g., production of specific ions upon radiolysis) lead to changes in the optical 
properties (e.g., absorbance at specific wavelength) of the dosimeters which can then 
be measured by the spectrophotometer.  The Fricke dosimeter used in this work 
consisted of an air-saturated 10-3 M solution of ferrous sulfate in 0.4 M sulfuric acid.  
Reagent-grade chemicals [ferrous sulfate hydrate (FeSO4·7H2O), sodium chloride 
(NaCl), and sulfuric acid (H2SO4)] used for Fricke dosimetry were purchased from 
J.T. Baker, Phillipsburg, NJ. and Fisher Chemical, Pittsburgh, PA..  As the Fricke 
solution is sensitive to trace quantities of organic impurities which can lead to higher 





was added to suppress the oxidation of ferrous (Fe2+) ions [27].  The initial yield of 
standard a Fricke dosimeter is independent of irradiation dose rate in the range of 0.2 
- 2 x 106 Gy s-1 with added sodium chloride.  But at higher dose rate above that range 
such as irradiations with UMCP LINAC, the amount of ferric ions (Fe3+) formed 
decreases because the doses are great enough for radicals to react mutually rather than 
reacting with the solute [41].  The reduction of G-value as a function of dose rate is 
shown in Table 2.1. 
 
Table 2.1. Yield of ferric ions in the electron irradiation of oxygen-containing 
solutions of ferrous sulfate in 0.4 M sulfuric acid. 
kGy per 1.4 μsec pulse 
G-value (number of molecules  
changed per 100 eV) 







         Source: Adapted from [41]. 
 
The G-value used in these Fricke experiments was 14.9 (equivalent to 1.5442 x 10-5 
mol J-1 in SI unit) based on the average dose rate of 7 MeV electrons from UMCP 
LINAC.  The highest dose that an air-saturated solution can accurately measure is 
about 500 Gy; since dissolved oxygen becomes depleted beyond this dose [27].   





G[Fe3+] = 2G[H2O2] + 3G[H
●] + G[●OH]   (2.15) 
The number of Fe3+ ions produced in Fricke solution during irradiation was 
determined by the spectrophotometric measurement of absorbance changes at 304 nm.  
The molar concentration of Fe3+ ions is proportional to the oxidation of Fe2+ to Fe3+ 
ions.   










    (2.16) 
where: 
ΔA is the difference in absorbance (optical density) between the irradiated and 
the unirradiated solution at 304 nm 
 ε is the molar extinction coefficient for ferric (Fe3+) ions at the wavelength of 
maximum absorption (304 nm), in L mol-1 cm-1 
 l is the optical path length (sample thickness), in cm 
 ρ is the density of the dosimeter solution, in g cm-3 
 G[Fe3+] is the yield of the reaction for the radiation in use, in mol J-1.   
 
The absorbed dose was measured by substituting e = 2174 L mol-1cm-1 (at 23.7 ˚C), l 
= 1.0 cm, r = 1.024 kg L-1, and G[Fe3+] = 1.5442 x 10-6 mol  J-1 for 7 MeV electrons 
in equation [40]. 
The molar extinction coefficient of ferric ions in sulfuric acid (H2SO4) has a 

















=  (2.17) 
where t1 is the temperature (ºC) where the extinction coefficient was determined and 
t2 is the temperature (ºC) where the absorbed dose is measured [40].   
 
2.3.3.2 Potassium-Thiocyanate dosimetry. 
The dosimetry required for pulse radiolysis studies is different from other 
types of dosimeters used in continuous radiation because of the short life time scale 
(in the order of 10-6 to 10-3 s) of the formed transient radicals and high absorbed dose 
rate (about 106 to 1010 Gy s-1) used in this analysis technique [27].  The high dose rate 
irradiation yields high concentration of transient radicals and promotes the possibility 
of radical-radical reactions rather than radical-solute reactions.  The change of 
absorbance of transient species is measured to calculate absorbed dose [27].   
Upon irradiation of a potassium thiocyanate solution, the radiation-induced 
thiocyanate ions react with ●OH radical as follows: 
            CNS‾  + ●OH  à  CNS  + OH‾     (2.18) 
 CNS  +  CNS‾  à  (CNS)2‾      (k=1.1 x 10
10 L mol-1 s-1)  (2.19) 
The absorbance of (CNS)2‾ dimer at 480 nm (e480 nm = 7600 L mol
-1cm-1) and its 
disappearance by a second order reaction can be monitored by pulse radiolysis 
techniques. 






2.2.3.3 Radiochromic film dosimetry 
This solid-state dosimetry was mainly used to locate the electron beam 
centerline and map the dose distribution where the sample is positioned to verify the 
dose uniformity.  The radiochromic dye (e.g., hexa(hydroxyethyl) 
aminotriphenylacetonitrile in this work) incorporated into the nylon film of the 
dosimeter undergoes chemical reaction upon ionizing radiation, creating and/or 
enhancing optical absorption bands.  The radiochromic film, manufactured by Far 
West Technology (FWT) Inc., was used [42] and the absorbance changes upon 
irradiation were measured at 605 nm (i.e. centered peak wavelength for color change) 
using the spectrophotometer.  The calibration curve of the film for this work is shown 
in Figure 2.15.  The absorbance increases as irradiated dose increases and the 
absorbed dose is then calculated from this proportional relationship.  The dose range 
can be accurately measured between 1 to 30 kGy, where the absorbance increases 
























Figure 2.15. A calibration curve for the radiochromic film dosimetry in this work; 
The changes of the absorption of the Far West radiochromic films (Lot No. UM 35) at 





2.4 Kinetic measurements (Pulse radiolysis) 
                
Pulse radiolysis is the analytical technique where ionizing radiation-induced 
transient species are observed by a direct, in-situ detection method (e.g., 
conductimetry, optical spectroscopy, and electron spin resonance).  This analysis 
gives informative insight into the mechanism of chemical reactions within 
microseconds (even picoseconds) induced by ionizing radiation.  In this study, an 
optical spectroscopic method was used to study the fast reaction kinetics (e.g., rate 
constants, ionizing radiation yield, etc.) of various transients.  The fine structure of 
absorption spectra can give in-depth information of the radiolysis reactions.  Figure 
2.16 shows a schematic diagram of this system. 
 
  Figure 2.16. Schematic diagram of pulse radiolysis analysis system. 
 
The system consists of a continuous light source (75W Xenon lamp, spectral 
distribution of 185 – 2000 nm, model L2174, Hamamatsu Corp.), focusing lenses, 
remote-controlled shutter, glass filter, Suprasil® glass sample cell, monochromator 





spectral response of 160 – 900 nm, model R955, Hamamatsu Corp.), and an 
oscilloscope (model Infiniium® 54820A, Agilent technology).  The polymer aqueous 
solution under investigation is contained in an absorption sample cell and the time 
variation of transmission of sample at given wavelengths is measured by light beam 
intensities.  Figure 2.17 shows the schematic signal profile (optical absorption 
change) from the photomultiplier 
     
Figure 2.17. The photomultiplier signal profile. 
 
 
Within a characteristic range of wavelengths, transients generated by radiolysis 
reactions can absorb the light and the changes in the absorbance of the sample can be 
observed as a function of time.  From this information, the (pseudo) first- or second-
order rate constant of free radical reactions and ionizing radiation yield can be 
calculated.  The absorbance range of  carbon-centered free radicals on PVP chains is 
expected within the 320 - 450 nm range with a maximum at approximately 390 nm 
[43].  The absorbance is calculated as the logarithm of the ratio of intensities before 
and at different times after the electron pulse according to Beer’s Law: 






















=´= e,        (2.23) 
where A is absorbance, ε is molar extinction coefficient (L mol-1 cm-1-), b is optical 
cell path length (cm), c is the sample concentration (mol L-1), T is transmittance, I is 
intensity of light after traveling the sample, I0 is original intensity of light from the 
source, ∆A is the absorbance difference, G is the G-value (μmol J-1) of the sample, 
and D is dose (Gy = J kg-1).   
The absorbed dose from single electron pulse was measured by potassium-
thiocyanate (KSCN) dosimetry (Chapter 2.3.3.2).  The dose was determined from the 










      (2.24) 
where D is does (Gy), ∆A is absorbance difference, NA is Avogadro’s number, ε480 nm 
is molar absorption coefficient of (CNS)2‾ at 480 nm (7600 L mol
-1cm-1), G is G-
value of (CNS)2‾ dimer formed upon ionizing radiation (2.9 molecules/100 eV,  
equivalent to 0.3 μmol J-1) and l is optical path length of the cell (1 cm).  A typical 
second order decay profile of radiolytically formed (CNS)2‾ dimer at 480 nm is 
represented in Figure 2.18.  The average dose was about 100 - 130 Gy pulse-1 in most 






Figure 2.18. The typical bimolecular decay of the (CNS)2‾ monitored at 480 nm in 
air-saturated solution. 
 
For quantitative kinetic studies, conditions are usually selected for the system such 
that a given elementary reaction will predominate as completely as possible [44].  In 
this work, the second order reaction between carbon-centered PVP radicals is 
important to understand the crosslinking reactions which form hydrogel structures.  
The bimolecular reaction between same transients can be represented as follows: 
[ ] [ ]00,2 DCEDC
k =¾®¾+    (2.25) 
where C and D are reactants, E is a product, k2 is a second order reaction rate constant 
(L mol-1 s-1), [C] and [D] are the concentration of reactant C and D (mol L-1), [C]0 and 
[D]0 are the initial concentration of reactant C and D (mol L
-1). 









     (2.26) 












=-     (2.27) 
C is identical with D so that the reaction is C + C, reaction rate constant k2 is replaced 

















    (2.29) 
where t is time, A is absorbance, A0 is absorbance when t (time, sec) = 0, ε is molar 
extinction coefficient (L mol-1 cm-1), l is optical cell path length (cm).  The second 
reaction rate constant 2 k2 can be calculated from the slope of the following 1/A vs. t, 
second order curve fitted plot.  
         





2.5 Characterization techniques 
 
2.5.1 Dynamic light scattering (DLS) 
Temperature-controlled dynamic light scattering (DLS) equipment at the 
Institute for Physical Science and Technology at the UMCP was used to investigate 
the temperature effects on the size and chain diffusivity of the PVP samples.  DLS, 
also known as photon correlation spectroscopy (PCS) and quasi-elastic light 
scattering (QELS), can probe structural relaxations and dynamics.  This method 
determines the translational diffusion coefficient (D or Dt) and hydrodynamic radius 
(Rh) by measuring time-dependent fluctuations in the scattering intensity at a 
particular angle θ [45-47].  Fluctuations in the scattering intensity are correlated to 
give an intensity autocorrelation function g(τ) as a function of the correlation (delay) 
time τ.  The autocorrelator averages the product of two scattered light intensities I(t) 
and I (t+ τ) measured at different time.  I(t) is converted to <I(t)I(t+ τ)> by the 












lim)( ttt   (2.30) 
It shows that I(t)I(t+ τ) is averaged over long period TA to give what is known as the 
ensemble average: average over all possible configurations of the molecules in the 
solution.  If the system is in equilibrium, the ensemble average is constant with time, 
such that <I(t)I(t+ τ)>= <I(0)I(τ)>.  
The scattering intensity I(t) fluctuates around an average <I>, so that I(t) can also be 





    I(t) = <I> + ΔI(t)    (2.31) 
Since by definition <ΔI(t)>=0 , the autocorrelation function can be represented as: 
  g(τ) = <I(t)I(t+ τ)> = <I>2 +  <ΔI(t) ΔI(t+ τ)>  (2.32) 
This can then be divided by by <I>2 to give:  
<I(t)I(t+ τ)>/ <I>2 = 1 + <ΔI(t) ΔI(t+ τ)> /<I>2      
      = 1 + fcg2(τ)    (2.33) 
where fc is a coherence factor that depends on the instrument geometry, which is 
defined by: 
                                        fc ≡ <ΔI
2> /<I>2    (2.34) 
g2(τ) is the normalized intensity autocorrelation function, which is defined as: 
    g2(τ) ≡ <ΔI(t) ΔI(t+ τ)> /<I>
2   (2.35) 
The measured scattering intensity autocorrelation function g2(τ) can be converted into 
the autocorrelation function g1(τ) of electric-field Es(t) through the Sieger relation.  
               g2(τ) ≡ |g1(τ)|
2     (2.36) 
              
( ) ( )












t    (2.37) 
where Es(t) is the electric field at time t, and * indicates the complex conjugate.  If the 
scattering species is a dilute monodisperse spherical particle, then the electric-field 
correlation function forms a single exponential decay of time (τ), which is given by: 
              g1(τ) = exp (-Dq
2 τ)    (2.38) 
where D is the translational diffusion coefficient of the particle and q is the wave 











=      (2.39) 
where kB is the Bolzmann constant, T is the absolute temperature, and η is the 
viscosity of the solvent.   
The translational diffusion coefficient D and hydrodynamic radius Rh of the 
unirradiated PVP was measured by DLS (Photocor Complex system, Photocor 
Instrument) at various temperatures.  All collected data were processed and 
statistically analyzed by Dynals v2.0 software (Alango software co.).  A general 
correlation function and corresponding Rh distribution analysis for the unirradiated 
PVP is represented in Figure 2.19.  The schematic and photo of the DLS apparatus 












Figure 2.19. General correlation function plot (a) and corresponding Rh distribution 
analysis (b) from the DLS measurement of unirradiated PVP aqueous solution (c = 9 
















2.5.2 Asymmetric flow field flow fractionation (AFFFF) 
chromatography 
Asymmetric flow field flow fractionation (AFFFF) chromatography 
equipment at the National Institute of Standards and Technology (NIST) was used to 
determine the size and molecular weight of the irradiated PVP samples 
(nanohydrogels).  AFFFF chromatography, also called asymmetric forced field 
fractionation (AFFF) chromatography, is a single-phase liquid chromatography 
technique in which high-resolution separation takes place in a field force applied 
laminar flow [48].  This technique does not require any column media, so the process 
is rapid and non-destructive without a stationary phase which may interact with or 
alter the sample.  The range of separation used in this method is 0.001 – 50 μm [49] 
and the particle size distribution can be attained in various sample systems, such as 
polymers [50, 51], proteins [52], and viruses [53].  Within the flow channel, a 
parabolic laminar flow profile is created initially and the analytes are driven towards 
the boundary layer of the channel as a perpendicular force field is applied.  Diffusion 
by Brownian motion generates a counteraction motion [54].  Smaller particles with 
higher diffusivity reach an equilibrium position higher up in the channel, where the 
longitudinal flow rate is higher and are transported more rapidly along the channel 
[54].  However, larger particles with lower diffusivity are positioned lower in the 
channel and move more slowly along it.  Particles of different size can be separated 
by this velocity gradient flowing inside the channel [55].  Smaller particles elute 
earlier than larger ones, which is the opposite of Gel Permeation Chromatography 





The separation process is executed in three steps [54]: injection, focusing, and 
Elution.  During the first two steps, the main input flow is split, introduced to the 
channel from both ends, and balanced to meet under the injection port.  The flow 
which moves down and permeates through the membrane is then focused in a thin 
band and permeates through the membrane.  After transfer of the sample, the 
injection flow is stopped and the flow pattern is switched to the elution mode.  The 
separated sample is eluted from the outlet and then transported to an array of 
detectors to be analyzed.  A schematic of AFFFF is shown in following Figure 2.22. 
 
 






A retention equation is used to describe the concentration distribution (i.e., height of 
the molecule over the accumulation wall) and parabolic flow profile (i.e., flow rate of 
the carrier at specific height over the accumulation wall). 
The concentration distribution is a function of down speed U and up speed D, and is 









00)(    (2.40) 
where c is the concentration of the solute, c0 is the concentration at height zero, x is 
the distance to the accumulation wall, U is the drift velocity, D is the diffusion 
coefficient, and L is the mean layer thickness. 
The mean layer thickness L of the solute over the accumulation wall is 
established by the equilibrium between the drift velocity U and diffusivity D.  The 
drift velocity U is defined as the force F on the solute divided by the friction 
coefficient f: U = F/f.  The friction coefficient is described by the Nernst-Einstein 
equation: f = kT/D, where k is Boltzmann’s constant and T is temperature.  If the 
species have different mean thickness layers L over the accumulation wall, then 
separation will take place.   
The parabolic flow profile in the transportation stream can be modeled by 
following equation with the assumptions of: (1) velocity = 0 at the accumulation wall 






















where v is the flow velocity of the carrier liquid, <v> is the average velocity of the 
carrier liquid, x is the distance to the accumulation wall, and w is the channel 
thickness. 
The retention parameter R is defined as the average velocity of a particular 
species with respect to the average carrier <v> velocity.  The average velocity V is 
the sum of the product of all the different flow rates in the channel and the 
corresponding sample concentration c(x) * v(x) divided by the sum of all 
















====    (2.42) 




























l    (2.44) 
where λ is the dimensionless cloud thickness or reduced layer thickness, L is the mean 
layer thickness, w is the channel thickness, U is the drift velocity, D is the diffusion 
coefficient, T is the temperature, kB is the Boltzmann’s Constant, and F is the force 
acting on solute. 
In the flow FFF, solutes are transported against the accumulation wall with 













     (2.45) 
where Vx is the volumetric cross flow rate, A is the surface area of the accumulation 
wall, V0 is the channel volume, and w is the channel thickness. 
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=»= ll60     (2.47) 
where t0 is the void time, tr is the retention time, λ is the reduced layer thickness, w is 
the channel thickness, T is the temperature, kB is the Boltzmann’s Constant, and F is 
the force acting on solute. 
The hydrodynamic radius Rh is calculated from Stokes-Einstein relationship 
and the diffusion coefficient D in this experiment is calculated from retention 





















     (2.49) 
In these experiments, the particle size (Rh) distribution and molar mass (g mol
-1) of 
PVP nanohydrogels was measured by AFFFF chromatography (Eclipse separation 







UVIS 204, Linear Instruments) for the detection of UV absorbance of the PVP 
samples at 225 nm.  The equipment setup is shown in Figure 2.23.  The molar mass (g 
mol-1) distribution was determined from the scattered light signal and the 
corresponding UV absorbance peak.  The molar extinction coefficient of PVP at 225 
nm was measured as 1.0 x 103 mL g-1 cm-1 (Figure 2.24) by UV-VIS 
spectrophotometer (Lamda 900, Perkin Elmer) at the NIST. 
 
 







Figure 2.24. UV-VIS absorbance spectra of PVP aqueous solution. 
 
2.5.3 Atomic force microscopy (AFM)  
 AFM is a powerful nanoscopic analytical tool which gives information 
regarding the surface morphology and phase through the production of a 3D map of 
the sample surface with high resolution (i.e., 1 x 10-10 m) [58].  Sample preparation is 
relatively simple compared to the other conventional electron microscopy techniques, 
in which staining or coating of sample is required [59].  A schematic of AFM 
operation is shown in Figure 2.25.  A cantilever with a very fine-pointed tip which is 
mounted perpendicular to the longitudinal direction of the cantilever is placed on the 
sample.  A laser is reflected from the back of the cantilever into a position sensitive 
quadrant photodiode sensor which records any deflections of the cantilever induced 
by Van der Waals force between the tip and the sample [60].  These signals are 






Figure 2.25. Schematic of atomic force microscope. 
 
In this work, the visualization of the nanohydrogels is performed by a Digital 
Instruments Inc., Nanoscope II, with the anisotropically shaped silicon tip in tapping 
mode.  The cantilever oscillates with a specific resonant frequency by a small 
piezoelectric actuator mounted in the AFM tip in this mode.  The oscillation 
amplitude of cantilever is reduced as the tip gets closer to the sample surface.  The 
electronic servo adjusts the height of the cantilever above the sample to maintain the 
oscillation amplitude while the cantilever scans over the sample.  For the topographic 
analysis of the PVP sample surface, a film was prepared by casting a solution of the 
sample onto a freshly cleaved mica (1 × 1 inch) substrate with consecutive drying.   
 
2.5.4 Environmental scanning electron microscopy (ESEM) 
The size and shape the nanohydrogels synthesized by template-assisted 





microscope (ESEM).  ESEM can be operated under controlled environmental 
conditions [61], and can be employed at relatively higher pressures (50 Torr) and 
higher temperatures (1500 °C) than those of conventional SEM.  Non-conducting 
specimens (e.g., polymers in general) can be analyzed without surface charging 
because of the design of the secondary electron detector which uses the gas ionization 
to amplify the secondary electron signal.  The positive ions which are generated are 
attached to the nonconductive sample surface as charge accumulates from the 






Chapter 3:  




3.1 Introduction and previous works 
This chapter is dedicated to the studies of the nonionic polymer 
nanohydrogels synthesized from poly(vinyl pyrrolidone) (PVP) aqueous solutions by 
pulsed electron beam and steady-state γ-ray radiolysis.  PVP is a biocompatible 
hydrophilic material which has been extensively applied in pharmaceutics, 
biomedical sciences, food, cosmetics, etc [62].  However, previous researches on PVP 
hydrogels using ionizing radiation have focused on the synthesis of macroscopic 
(inter-molecularly crosslinked) gel systems [63-65].  The synthesis mechanism of 
intra-molecularly crosslinked PVP nanohydrogel with high energy electron beam was 
proposed rather recently and showed a decrease in the radius of gyration (Rg) while 
maintaining the weight averaged molecular weight (Mw) of the irradiated PVP (Figure 






Figure 3.1. Properties of PVP in aqueous solution as a function of an average 
absorbed dose; Mw of PVP = 1.3 x 10
6 g mol-1, dose/pulse = 0.32 kGy, pulse 
frequency = 0.5 Hz, pulse duration (width) = 2 μs  [17]. 
 
However, the effects of dynamic properties (e.g., translational diffusion) or chain 
conformation of PVP in aqueous solution on the inter-molecular crosslinking reaction 
were not considered.  A combination of intra- and inter-molecular crosslinking 
reactions may take place even in dilute polymer solutions (i.e., below overlap 
concentration).  A study by Wang et al. [66, 67] reported the observation of branched 
polymer formation induced by inter-molecular crosslinking in the initial stages of 
ionizing radiation (Figure 3.2).   
             
Figure 3.2. Schematic illustration of the formation process of PVA microgels during 






In PVP aqueous solutions, temperature affects the translational diffusivity (Dt), 
which is described by the Einstein-Stokes formula: Dt = kBT/6πηRh,, where kB is the 
Bolzmann constant, T is the absolute temperature, and η is the viscosity of the solvent 
(water).  The inter-overlapping of the pervaded volume of PVP chains is expected to 
be governed by Dt and related to the inter-molecular crosslinking reaction.  
The conformation of PVP chains in aqueous solution is sensitive to 
temperature.  As temperature increases, polymer-water hydrogen bonds (e.g., between 
hydrogen atoms from water and the oxygen atoms of the carbonyl groups of PVP) are 
destroyed, thereby leading to collapsed chains with greater stiffness [68, 69].  This 
phenomenon can be understood by the following explanations [70].  In a binary 
mixture of polymer and solvent, each polymer chain is assumed to carry f identical 
functional groups which are able to form physical bonds with water molecules by pair 
wise association (i.e., hydrogen bond).  A bonding-unbonding equilibrium is 
established by thermal activation, in which each polymer chain is associated with a 
certain number of water molecules.  When m groups among f on a chain are bonded 
with water, it is known as m cluster.  The free energy can be expressed as the sum of 
the two terms: 
F = Frea + ∆Fmix      (3.1) 
where Frea is the free energy of the quasireference state where the clusters and the 
unbound free water are prepared separately.  In terms of the chemical potential μm+1,0 
of a single isolated m cluster, Frea is given by: 






where Nm+1 is the number of m clusters and N0 the unbound free water molecules.  
The second term ∆Fmix represents the free energy change needed in the mixing the 
thus constructed clusters with the free water molecules.  According to the lattice 
























NF   (3.3) 
where φ0 is the volume fraction of the free water molecules, φ1  is the volume 
fraction of the unbound polymer, φm+1 is the volume fraction of the m clusters, Nt  is 
the total number of lattice cells in the system, n is the number of segments on a 
polymer, β ≡ 1 / kBT, and χ is the solvent (water)-solute (polymer) interaction 
parameter which decreases with temperature increases [71].  The total volume 
fraction φ of the polymer is expressed by φ = Σ[n / (n+m)]φm+1.  For a binary 
system,  φ0 + Σφm+1 = 1.  When the system is in a thermal equilibrium state, each 
molecule is in chemical equilibrium through bonding and unbonding process.  The 
volume fraction of m clusters φm+1 can be expressed by φm+1 = Kmφ1 φo,m, where 
Km is an association constant given as Km = exp(m - ∆m) in terms of the free energy 


















=    (3.4) 
where λ(T) is expressed by λ(T) ≡ λ0 exp (∆ε /kBT) and ∆ε is the energy required for a 
water-polymer bond formation.  The average cluster size <m>, also known as the 





<m> = Σ mNm+1 / Σ Nm+1 = fx / (1+x)  (3.5) 
where x is defined as x ≡ λφo.   
These expressions show that x decreases and <m> decreases with increasing 
temperature.  As the hydrogen bonds break at higher temperatures, water becomes 
less compatible solvent for the polymer [72].       
Besides the changes in physical conformation with variation in temperature,  
PVP forms a unique chemical structure in water which is known as a Zwitterion [73]. 
The structure may influence the intra- and inter-molecular interactions between polar 
groups through electrostatic forces (Figure 3.3).   
 
 
           Figure 3.3. Keto-enol tautomerism in the pyrrolidone ring of PVP [73]. 
 
The Zwitterion structure and the temperature-dependent physical properties (e.g., 
chain conformation and diffusivity) of PVP are expected to determine the size and the 
molecular weight of the irradiated product through inter-molecular interactions.  In 
this study, the radiation-induced intra- and inter-crosslinking mechanism of thermally 
collapsed and stiff PVP chains at high temperature are investigated and a novel 
synthesis method of PVP nanohydrogels is presented.  Dilute PVP polymer aqueous 
solutions were prepared and irradiated by a tunable pulsed electron beam.  The effects 
of the temperature, dose, and pulse repetition rate on the size and the molecular 





3.2 Materials and sample preparations 
PVP (Aldrich, Mw = (3.94 ± 0.12) x 10
5
 g mol
-1, determined by asymmetric 
flow field flow fractionation (AFFFF) chromatography) was used as received without 
further purification.  Solutions of PVP were prepared by overnight stirring with 0.1 
wt% (equivalent to 0.9 x 10-2 mol of monomer unit per liter) concentration followed 
by filtrations with 0.45 μm pore size syringe filter (MicroLiter analytical supplies, 
Inc.).  The pH of the solutions were measured approximately 7 – 7.5.  Water purified 
by Millipore Direct Q system having a specific resistivity of 18.2 MΩ and passed 
through a 0.2 μm pore size filter was used in all experiments.  Each solution was 
transferred to a 5 mL glass serum vial and sealed with a rubber septum and an 
aluminum cap.  N2O gas was then used to convert eaq
- to ●OH as described in reaction 
(2.14).  Dissolved oxygen is replaced by N2O during the saturation process and 
doubles the concentration of ●OH from radiolysis as described above.   
The pulse repetition rate was varied from 20 to 300 pulses per second (Hz), 
and the range of total dose used was 5 to 10 kGy (1Gy is equivalent to 1 J kg-1) in 
most experiments.  A homogeneous dose distribution on the surface of the sample 
container was maintained by the beam mapping technique using FWT film dosimetry 
and the absorbed dose in the sample solutions was measured by Fricke dosimetry.  
For the dynamic light scattering measurements, all samples were passed through a 







3.3.1 Processing parameter effects in electron beam irradiation 
 
The collapses of the PVP molecules at high temperature. 
  The change in the average hydrodynamic radius (Rh) and the translational 
diffusion coefficient (Dt) of unirradiated PVP as a function of temperature is shown in 
Figure 3.4.  The Rh of PVP is substantially constant within 20-50 °C temperature 
range, but decreased with further increases in temperature.  At higher temperatures 
(above 50°C), the interactions between repeat units of the same polymer chain 
become more favorable due to the disruption of water-polymer hydrogen bonds, 
thereby leading to a more coiled or contracted conformation [68].  This effect can 
reduce the average distance of PVP radicals generated within a single chain and 
subsequently lead to the formation of more compact nanohydrogels which are 







Figure 3.4. Dt and Rh of PVP polymer chains (Mw = (3.94 ± 0.12) x 10
5 g mol-1) as 
a function of temperature. 
 
Nanogel formation by mixed intra- and inter-molecular crosslinking. 
The weight averaged molecular weights (Mw) of the samples are shown in 
Table 3.1.  The Mw of all of the samples increased after irradiation.  The presence of 
inter-crossliking reactions was identified by an increase in the Mw from (3.94 ± 0.12) 
x 105 to (8.10 ± 0.08) x 10
5
 g mol
-1 for the sample (c = 0.9 x 10-2 mol L-1) irradiated 
even at high pulse repetition rate (300 Hz) and temperature (77 °C); 5 kGy as a total 
dose.  The differential molar mass distribution curves of irradiated samples are shown 
in Figure 3.5 to 3.8.  All irradiated samples show increased molecular mass due to the 
inter-molecular crosslinking reactions.  In these figures, the samples synthesized at 
the highest temperature (77 °C) exhibited the lowest molar mass among the samples 
irradiated at the same dose and pulse repetition rate.  The samples irradiated at high 
repetition rate (300 Hz) also displayed smaller molar masses than those of samples 





9 x 10-2 mol L-1) is below its overlap concentration (ca. 3 x 10-2 mol L-1), the inter-
molecular crosslinking reaction is still present and contributes to the increased 
molecular weight of the product.  However, when the concentration of sample was 
further reduced to 0.05 wt% (0.45 x 10-2 mol L-1), the molecular weight of the 
irradiated samples became comparable to that of unirradiated PVP (Figure 3.8).  The 
inter-molecular PVP radical-radical recombination reactions were suppressed at this 
low concentration.  
 
Table 3.1. Weight averaged molecular weights (Mw, g mol
-1) of the PVP samples (c = 
0.9 x 10-2 mol L-1) synthesized at various temperatures. 
Irradiation temperature (°C) 20 60 77 
0 / 0 (3.94 ± 0.12 ) x 105 - - 
5 / 20 (9.53 ± 0.02) x 106 (4.13 ± 0.08) x 106 (1.02 ± 0.01) x 106 
5 / 300 (8.81 ± 0.18) x 106 (3.06 ± 0.06) x 106 (8.10 ± 0.08) x 105 
10 / 20  (1.90 ± 0.11) x 107 (5.61 ± 0.06) x 106  (1.08 ± 0.01) x 106 




10 / 300 (9.54 ± 0.02) x 106 (4.47 ± 0.18) x 106  (9.90 ± 0.10) x 105 
 
 
Table 3.2. Weight averaged molecular weights (Mw, g mol
-1) of the PVP samples (c = 
0.45 x 10-2 mol L-1) synthesized at 77 °C.  
 Mw, g mol
-1 
0 / 0 (3.94 ± 0.12 ) x 105 
5 / 20 (5.18 ± 0.10) x 105 
5 / 300 (4.96 ± 0.10) x 105 
10 / 20 (6.49 ± 0.13) x 105 
Dose (kGy) / Pulse 
repetition rate (Hz) 






Figure 3.5. Differential molar mass distribution of the PVP samples (c = 0.9 x 10-2  
mol L-1) synthesized at 20 °C with the irradiation conditions: 5 kGy at 300 Hz (a-1), 5 




Figure 3.6. Differential molar mass distribution of the PVP samples (c = 0.9 x 10-2 
mol L-1) synthesized at 60 °C with the irradiation conditions: 5 kGy at 300 Hz (b-1), 5 






    
Figure 3.7. Differential molar mass distribution of the PVP samples (c = 0.9 x 10-2 
mol L-1) synthesized at 77 °C with the irradiation conditions: 5 kGy at 300 Hz (c-1), 5 




Figure 3.8. Differential molar mass distribution of the PVP samples (c = 0.45 x 10-2 
mol L-1) synthesized at 77 °C with the irradiation conditions: 5 kGy at 300 Hz (d-1), 5 






The number of inter-molecular crosslinks (cx) formed in the irradiated product 
can be estimated in terms of the average molecular weight changes according to 

















   (3.6) 
where cx is the concentration of inter-molecular crosslinks (mol L
-1), cs is the 
concentration of inter-molecular scission of the polymer bonds (mol L-1), c is the 
concentration of the polymer solution (g L-1), Mw is weight averaged molecular 
weight (g mol-1) of irradiated polymer and subscript 0 denotes the initial weight of 
polymer before irradiation.  Major scission reactions are only observed when the 
lifetime of polymer radicals is very long [7].  In this experiment, the carbon-centered 
polymer free radical half life is short (about 5 μs at 25 °C from the decay profile in 
Figure 4.6) and system is deoxygenated/saturated with N2O.  Therefore, the scission 
process in this work can be regarded as very minimal (cs ≈ 0) and Eq. (3.6) changes 


















    (3.7) 
By converting cx to radiation yield of crosslinking Gx (mol J
-1), Eq. (3.7) can be 
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Figure 3.9 shows the changes in cx and Gx as a function of temperature at different 
dose and pulse repetition rates.  The cx and Gx values decrease as temperature 
increases (Figure 3.9(a)) and clearly demonstrate the promotion of the intra-molecular 
crosslinking reaction.  A high pulse repetition rate (300 Hz) is shown to be effective 
in reducing inter-molecular crosslinking reaction, particularly at the highest 
temperature (77 °C) employed.  Table 3.3 compares the cx and Gx of the PVP samples 
irradiated at 77 °C at two different concentrations (i.e., 0.45 x 10-2 and 0.9 x 10-2 mol 
L-1).  The number of inter-molecular crosslinking bonds in unit volume of sample is 
much less at 0.45 x 10-2 than that at 0.9 x 10-2 mol L-1 thereby yielding lower 
molecular weight (Figure 3.7 and 3.8).  This can be explained by a low radiation yield 
of inter-molecular crosslinking, Gx value as calculated in Table 3.3. 
Table 3.3. Crosslinking parameters (cx, Gx) of the synthesized PVP products at 
different concentrations; irradiation temperature = 77 °C. 
 cx (x 10
-7 mol L-1)  Gx  (x 10
-11 mol J-1)  
Concentration (mol L-1) 0.0045 0.009 0.0045 0.009 
5 / 20 1.52 7.79 3.04 15.58 
5 / 300 1.30 6.52 2.61 13.04 
10 / 20 2.49 8.06 2.49 8.06 
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Figure 3.9. cx (a) and Gx (b) of the synthesized PVP nanohydrogels (c = 0.9 x 10
-2  








Figure 3.10 shows that nanohydrogels synthesized at higher temperature have 
smaller Rh compared to products formed at 20 °C under both dose conditions (5 and 
10 kGy) investigated.  The average Rh of PVP nanohydrogels synthesized at 77 °C 
with 300 Hz is 9.9 ± 0.1 nm (at 5 kGy) and 10.4 ± 0.1 nm (at 10 kGy).  Samples 
synthesized at 20°C with same pulse repetition rate show a larger average Rh, 20.7 ± 
0.2 and 22.3 ± 0.1 nm at 5 and 10 kGy respectively.  Irradiation at a high pulse 
repetition rate (300 Hz) also contributes to reductions in the Rh of the synthesized 
products than at a low pulse repetition rate (20 Hz).  The greater time-averaged 
number of ●OH generated by water radiolysis at high pulse repetition rates can 
generate more carbon-centered free radicals on the same PVP chain than that of low 
pulse repetition rates since it increases the number of coexisting carbon-centered 
radicals in the same chain per unit time.  This promotes intra-molecular radical-
radical recombination rather than diffusion-driven inter-molecular radical reaction.  
For the more dilute system (c = 0.45 x 10-2  mol L-1), the average Rh of the PVP 
nanohydrogels synthesized at 77 °C with 300 Hz is 8.9 ± 0.5 nm (at 5 kGy) and 7.6 ± 
0.3 nm (at 10 kGy) (Figure 3.11).  At a lower pulse repetition rate of 20 Hz, the 
measured average Rh is 9.3 ± 0.3 nm (at 5 kGy) and 8.3 ± 0.5 nm (at 10 kGy).  The 
higher pulse repetition rate produces smaller Rh of samples at lower concentrations (c 
= 0.45 x 10-2 mol L-1) than under more highly concentrated solutions (c = 0.9 x 10-2 
mol L-1).  The Rh results show that lower concentrations lead to the formation of 
smaller dimensions of the nanohydrogels synthesized compared to those of higher 






Figure 3.10. Change of Rh of the synthesized PVP nanohydrogels (c = 0.9 x 10
-2 mol 
L-1) as a function of irradiation temperature at different pulse repetition rates; 5 kGy 








Figure 3.11. Rh of the synthesized PVP nanohydrogels with different concentrations 
(c = 0.9 x 10-2 and 0.45 x 10-2 mol L-1) at identical irradiation temperature (77 °C); 20 





3.3.2 Topographical observations of nanohydrogels by AFM 
 
 
The surface morphology of the PVP nanohydrogels was characterized by 
AFM and compared by that of the linear polymer (unirradiated and non-crosslinked 
PVP).  The scanned images of each PVP sample are shown in Figure 3.12.  To 
investigate the real conformation of the polymer in water, AFM analysis under liquid 
environment is more appropriate to understand the sample’s real physical 
conformation and shape as our group recently studied with short strands of DNA in a 
buffer solution (on a GaAs substrate) [75].  However, the PVP sample cast on mica 
tended to detach from the substrate in water due to the absence of stable covalent 
bonding between polymer and the substrate.  For this reason, analysis was performed 
in the dry state instead.  Linear PVP film samples were prepared by casting 5 wt% 
PVP aqueous solutions on freshly cleaved mica surfaces followed by overnight air-
drying at ambient temperature.  The following synthesizing conditions were applied 
for the PVP nanohydrogel samples: a total irradiation dose of 5 kGy, a pulse 
repetition rate of 300 Hz and an initial solution concentration of 0.1 wt% (0.9 x 10-2 
mol L-1).  The same sample preparation steps were applied as were used for the linear 
PVP samples.  The spherical contours of the nanohydrogels are distinctively observed 
on the surface of the film, while the linear PVP film shows a flat surface profile 
which was previously observed on poly(acrylic acid) nanohydrogels [76].  The actual 
PVP nanohydrogel conformation in water is expected to be much less agglomerated 
and less collapsed form due to the increased pervaded volume in good solvent (i.e., 









Figure 3.12. Atomic force microscopy images of the dried films of the cast aqueous 
PVP solutions: a planar view and a cross-sectional profile of the linear PVP (a) and 







3.3.3. Thermal and dose-rate effects in steady-state radiolysis of PVP 
aqueous solutions  
 
 
To study the time-averaged dose rate effect on the nanohydrogels synthesized, 
steady-state radiolysis (γ-ray radiation) was used and compared to the results from 
pulsed electron beam irradiation.  The time-averaged dose rate of the electron beam 
radiation used in this work was 9 x 103 Gy s-1 (based on 30 Gy/pulse as a dose rate 
and 300 Hz as a pulse repetition rate).  The time-averaged dose rate used for γ-ray 
irradiations was 0.97 Gy s-1. 
An investigation of the effects of temperature and total dose on Rh was 
performed on nanohydrogels synthesized by γ-ray irradiation.  This work involved 
analysis of aqueous solutions containing 0.1 wt% (0.9 x 10-2 mol L-1) PVP.  High 
temperature (77°C) irradiation experiments yielded the smallest Rh (13.9 ± 0.9 nm) 
among the samples irradiated with a total dose of 10 kGy, as was observed in the 
electron beam irradiated samples (Figure 3.13).  However, the Rh and Mw of the γ-
irradiated samples were larger than those of the samples irradiated at the same total 
dose by electron beam (Table 3.4, Figure 3.14).  The difference in Rh and Mw of the 
PVP samples irradiated with different types of radiation (i.e., electron beam and γ-
ray) can be explained by the difference in dose rate associated with each of these 
sources.  Under conditions of low dose rate (such as γ-ray irradiation), the inter-
molecular crosslinking reaction dominates the system, due to the fewer radical 
generations within the same PVP chain.  The number of PVP radicals formed after 
single pulse of electron beam irradiation (the dose per 3 μs pulse = 30 Gy) is 





of PVP radicals formed during same time span (3 μs) by γ-ray irradiation is estimated 
to be 5.9 x 10-7 per chain.  The number of radicals generated in PVP is equal to that of 
●OH radicals formed from the radiolysis of N2O-saturated water.  The greater number 
of the PVP radicals within single chain generated by electron beam irradiation 
therefore enhances the likelihood of intra-molecular radical-radical crosslinking 
reactions, thereby yielding smaller values of the Mw and Rh.  
Figure 3.15 shows PVP solutions of different concentrations after a 10 kGy 
dose of γ-ray irradiation at 20 °C.  All samples were saturated with N2O prior to 
irradiations and were initially in a transparent form.  The 0.1 wt% (0.9 x 10-2 mol L-1) 
PVP sample retained its original transparent liquid state after irradiation.  The 0.3 
wt% (2.7 x 10-2  mol L-1) sample transformed into an opaque liquid after irradiation, 
which is due to increased scattering produced by the greater amount of inter-
molecularly crosslinked PVP particles with larger Rh (Figure 3.16).  The samples 
containing concentrations of 0.5 wt% and above yielded an apparent macroscopic gel 
phase separated from the original liquid phase.  0.3 wt% PVP sample irradiated at 
high temperature (77 °C) yielded a smaller Rh (55.4 ± 0.7 nm) than those prepared at 
20 °C (Rh = 136.8 ± 15.6 nm).  This behavior is believed to originate from the 
collapsed conformation which is produced at high temperatures which then leads to 









Figure 3.13. Change of Rh of the PVP polymer nanohydrogels synthesized by γ-ray 






Table 3.4. Weight averaged molecular weights (Mw, g mol
-1) of the PVP samples 
synthesized by γ-ray irradiation at 77 °C.   
Dose (kGy) Mw, g mol
-1 
0 (3.94 ± 0.12 ) x 105 
5 (5.25 ± 0.11) x 106 








Figure 3.14. Differential molar mass distribution of the PVP samples (c = 0.9 x 10-2 
mol L-1) synthesized by γ-ray irradiation at 77 °C with the irradiation conditions: 5 









Figure 3.15. PVP samples prepared by γ-ray irradiation at 20 °C with the solution 








Figure 3.16. Average Rh of the PVP nanohydrogels synthesized by γ-ray irradiation 






3.4 Discussion and conclusions. 
A mixture of intra- and inter-molecular crosslinking reactions was observed to 
take place during irradiation of PVP in both its random coil (at room temperature) and 
thermally collapsed form (at high temperature) at concentrations of 0.9 x 10-2 mol L-1.  
The center-of-mass diffusion of PVP chains causes the pervaded volume of these 
coils to be interpenetrated and become entangled with one another.  The Zwitterion 
structure of PVP in water (by keto-enol tautomerization as shown in Figure 3.3) is 
also expected to introduce a combination of intra- and inter-molecular interactions 
among the polar groups of PVP through electrostatic forces [68].  By these reasons, 
the molecular weights of the produced PVP nanohydrogels are therefore expected to 
increase due to inter-molecular interactions (i.e., bimolecular recombination of 
carbon-centered radicals) of neighboring PVP chains.  Dt (measured by DLS) and the 
concentration (0.9 x 10-2 mol L-1) of the polymer can be used to estimate the average 
time period (t) required for the centers of these molecules to encounter each other.  
This time was found to be 1.3 x 10-4 s at 20 °C and  0.3 x 10-4 s at 77 °C (calculated 
using t = x2 /6D, where t is time interval between molecular collision, x is average 
distance between molecules in solution, D is translational diffusivity) [77].  If only 
the translational diffusive motion of the polymer chains is taken into consideration, 
high temperature conditions are favorable for the enhancement of the frequency of the 
chain interactions which yield inter-molecular crosslinked product.  However, the 
smaller molecular weight obtained from samples irradiated at higher temperatures 





the chain conformation.  The shrunken form of PVP produced at high temperature 
(77 °C), shown in Figure 3.4, is favorable for the intra-molecular crosslinking 
reaction since it generates shorter inter-radical distances on the same PVP backbone.  
Therefore, even under the faster diffusive motion of PVP at high temperature, the 
growth of the molecular weight through inter-radical crosslinking reaction is not as 
prominent as in samples synthesized at low temperature (20 °C) for solutions 
containing 0.1 wt% (0.9 x 10-2  mol L-1) PVP.  However, the larger pervaded volumes 
in random coil (i.e., non-collapsed) conformation at lower temperatures is expected to 
promote inter-molecular radical-radical crosslinking reaction. 
At high pulse repetition rates of electron beam irradiation, a greater number of 
carbon-centered PVP free radicals is produced than at low pulse rates, thereby 
preferentially yields the smaller intra-molecularly crosslinked nanohydrogel.  Pulse 
radiolysis of N2O-saturated PVP solutions at high dose rates and pulse repetition rates 
is an effective method of enhancing the yield of nanohydrogels.  However, even 
though the dimensions of nanohydrogels are smaller by virtue of the shrinkage 
associated with internal crosslinks, the weight average molecular weight (Mw) is 
greater than that of the unirradiated PVP.  This means that the inter-molecular 
crosslinking reactions were not completely excluded and that a fraction of the 
crosslinked PVP chains become entangled with the intra-linked gel even when they 
are synthesized in dilute solution (c = 0.9 x 10-2 mol L-1).  A proposed reaction model 








Figure 3.17. Schematic diagram of the mixed crosslinked PVP nanohydrogels 
formation; dilute solution of PVP (c = 0.9 x 10-2  mol L-1) (a), collapsed coils at high 
temperature (b), diffusive interaction of coils (c), C-centered radical formation upon 
ionizing radiation (d), intra- and inter-crosslinks formation of PVP chains (e). 
  
As the solution concentration is further reduced (c = 0.45 x 10-2  mol L-1), the inter-
molecular PVP radical interaction is inhibited and the molecular weight of the 
product prepared at high temperature (77 °C) is very similar to that of the unirradiated 
PVP.  Sample prepared at higher pulse repetition rates (300 Hz) yielded smaller Mw 
and Rh than those of the samples prepared at lower pulse repetition rates (20 Hz).   
Different time-averaged dose rates (Gy s-1) in electron beam and γ-ray 
irradiation affect the molecular weight and Rh of the PVP nanohydrogels.  A greater 





beam irradiation increases the likelihood of intra-molecular radical-radical reactions.  
The pulsed electron beam irradiation at high dose rates is therefore an efficient means 





Chapter 4:  
KINETICS OF FREE RADICAL REACTIONS 
 
This chapter presents an investigation of the kinetics of intra- and inter-
molecular crosslinking reactions of the carbon-centered PVP free radicals at various 
temperatures by pulse radiolysis; the activation energies of the intra- and inter-
molecular radical reactions were determined from the Arrhenius plot of the reaction 
rate constant as a function of temperature.  
4.1 Introduction and previous works 
The optical spectroscopic method employed in pulse radiolysis involves the 
use of a photomultiplier to measure the light transmitted by a sample which has been 
irradiated by an electron pulse.  Pulse radiolysis studies on the reaction kinetics of 
radiolytically generated transient species have been investigated for various 
hydrophilic polymers, including poly(acrylic acid) [7, 78-81], poly(ethylene 
oxide)[82], and poly(N-isopropyl acrylamide) [83, 84].  The dilute (c = 0.01 mol L-1) 
aqueous solutions of PVP (Mn = 1.6 x 10
4 g mol-1) and its corresponding monomer N-
vinylpyrrolidone (VP) were studied by the pulse radiolysis combined with optical 
spectroscopic technique [43].  In N2O-saturated solutions, 
●OH from the radiolysis of 
water is the major species which abstracts H from the polymer backbone thereby 
yielding carbon-centered PVP radicals.  The absorption spectra of the PVP radicals 





as (1.5 ± 0.2) x 108 L mol-1 s-1 at 25 °C [43].  However, the decay kinetics of PVP 
radicals as a function of temperature and the corresponding activation energies at 
different chain conformations have not been reported yet within my knowledge.  At 
high temperature, PVP chains with thermally collapsed conformation and enhanced 
diffusivity are expected to show different radical-radical crosslinking behaviors 
compared to those at room temperature.  To prove this, pulse radiolysis experiments 
at wide temperature range (28 - 77 °C) were performed using N2O-saturated dilute 
PVP aqueous solutions (Mw = (3.94 ± 0.12) x 10
5
 g mol
-1, c = 0.9 x 10-2 mol L-1).  
 
4.2 Experiments and results  
 
4.2.1 Absorption spectra of transient species  
Prior to the irradiations, N2O was purged into each solution for 30 min to 
double the yield of OH● generation (G-value from 0.28 to 0.56 μmol J-1).  To confirm 
this N2O effect, pulse radiolysis results at 480 nm using air- and N2O-saturated KSCN 
solutions are represented in Figure 4.1.  The absorbance of N2O-saturated KSCN 
solution (460 x 10-3) upon pulse is approximately twice that of air saturated sample 
(235 x 10-3).  The number of generated (CNS)2‾ was doubled due to the reaction with 
additional ●OH converted from eaq‾ by N2O.  The calculated doses for air- (using G-
value of 0.28 μmol J-1) and N2O-saturated solutions (using G-value of 0.56 μmol J
-1) 


























Figure 4.1. The comparison of build up between N2O- and air-saturated KSCN 
solutions monitored at 480 nm. 
 
The absorption spectrum of H-abstracted transient (PVP-H)● formed during pulse 
radiolysis of N2O-saturated PVP aqueous solutions (c = 0.9 x 10
-2 mol L-1) is shown 
in Figure 4.2.  Broad absorption over the wavelength range 320 - 460 nm was 
observed with a maximum at 390 nm as previous work using PVP of different 
molecular weight (Mn = 1.6 x 10
4 g mol-1) [43].  The molar absorption coefficient at 






=390e      (4.2) 
where D is does (Gy),  ∆A is absorbance difference, NA is Avogadro’s number, G is 
G-value of (PVP-H)● formed during pulse radiolysis (i.e., 0.62 μmol J-1) and l is 





From Eq. (4.2), ε390 nm was measured as 510 ± 30 L mol
-1 cm-1 at 25 °C.  This value is 
smaller than that of the previous work (ε390 nm = 1200 ± 200 L mol
-1 cm-1 at 25 °C) 
performed with lower molecular weight of 1.6 x 104 g mol-1 [43].   
For comparison, the absorption spectrum and ε390 nm of PVP solution with 
similar molecular weight range (Mw = 4 x 10
4 g mol-1) were measured and 
represented in Figure 4.3.  A similar broad absorption spectrum at 330 – 430 nm 
(with a maximum at 390 nm) was observed as in previous result  [43] and Figure 4.2.  
The ε390 nm determined by our pulse radiolysis system was found to be 522 ± 16 L 
mol-1 cm-1 at 25 °C.  It is very similar to ε390 nm of high molecular weight PVP (ε390 nm 
= 510 ± 30 L mol-1 cm-1 at 25 °C).  This demonstrates that ε390 nm dose not depend on 
polymer molecular weight because the chemical structures of carbon-centered free 
radicals in both low (Mw = 4 x 10




molecular weight are identical.  
 
Figure 4.2. Absorption spectrum of the transient species formed (measured at 2 μs 
after 3 μs width pulse) by pulse radiolysis of N2O-saturated 0.9 x 10
-2 mol L-1 PVP 
(Mw = (3.94 ± 0.12) x 10
5
 g mol
-1) aqueous solution at 25 °C. Inset is the buildup 







Figure 4.3. Absorption spectrum of the transient species of N2O-saturated PVP 
aqueous solution (measured at 2 μs after 3 μs width pulse) at 25 °C; concentration of 
PVP solution is 0.9 x 10-2 mol L-1 and molecular weight of PVP is 4 x 104 g mol-1. 
Inset is the buildup profile of the transient species at 390 nm. 
 
 
It should be noted, however, that monomer form, N-vinyl pyrrolidone (VP) shows a 
different ε and an absorption spectrum (Figure 4.5).  The chemical structures of VP 
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The absorption spectrum of the transient species (VP-H)• of N-vinyl pyrrolidone (VP) 
is characterized by a broad absorption in the region 300 – 400 nm with the maximum 
absorption centered on about 350 nm as found in previous reports [43, 85].  The 
molar absorption coefficient at a maximum absorbing wavelength 350 nm (ε350nm) 
was measured as 1338 ± 85 L mol-1cm-1 (Figure 4.5).  However, previously published 
values of ε350nm [43, 85] are not in accordance with each other (i.e., 2200 ± 200 L 
mol-1cm-1 [43] vs. 1300 L mol-1cm-1 approximately [85]).  The ε350nm determined from 
my work agrees with the later result [85].   
 
 
Figure 4.5. Absorption spectrum of the transient species of N2O-saturated VP 
aqueous solution (measured at 1 μs after 3 μs width pulse) at 25 °C; concentration of 







 4.2.2 Reaction rate constant for polymer radical reaction  
 
The measured molar absorption coefficient (ε390 nm) of PVP (Mw = (3.94 ± 0.12) x 10
5
 
g mol-1) aqueous solutions decreases as temperature increases as shown in Figure 4.6.  
It may be explained by the reduced radiation chemical yield of ●OH at high 
temperature because the solubility of N2O decreases as temperature increases [86]. 
 
Figure 4.6. Change of molar absorption coefficient (ε390 nm) as a function of 
temperature in N2O-saturated PVP aqueous solutions (c = 0.9 x 10
-2 mol L-1). 
          
The typical decay profile of the transient species of PVP at 390 nm shows 






Figure 4.7. Second order decay profile of the transient species at 390 nm in N2O-
saturated PVP aqueous solutions (c = 0.9 x 10-2 mol L-1) at 25 °C. 
 
 
The decay profiles at different temperatures in the range of 28 – 77  °C are presented 
in Figure 4.8.1 to 4.8.9 and the correspondingly calculated second order reaction rate 










Figure 4.8.1. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 





Figure 4.8.2. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 











Figure 4.8.3. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 









Figure 4.8.4. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 











Figure 4.8.5. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 









Figure 4.8.6. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 










Figure 4.8.7. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 









Figure 4.8.8. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 













Figure 4.8.9. Decay of (PVP-H)● radicals monitored at 390 nm in N2O-saturated PVP 





















Figure 4.9. Change of the second order reaction (decay) rate constant (2k2) as a 






4.2.3 Activation energy of polymer radical decay  
The activation energy (Ea) of inter- and intra-molecular PVP radical decay 
reactions is determined from an Arrhenius plot.  When the logarithm of 2k2 is plotted 
as a function of the reciprocal of temperature (1/T), a straight line with a negative 
slope (exothermic process) is obtained with two distinctive slopes (Figure 4.10).  The 
slope corresponds to –Ea/R, where R is the gas constant.  The Ea in the temperature 
range of 28 to 50 °C was determined as 1.0 ± 0.4 kcal mol-1.  In the high temperature 
range (55 - 77 °C), greater Ea (6.8 ± 1.9 kcal mol





This may be explained by the different rate-determining mechanism of polymer 
radical-radical recombination reaction caused by the changes of chain conformation 
upon temperature.  Low Ea reflects the diffusion-controlled polymer radical-radical 
reactions in good solvent, thereby inter-molecular crosslinking reactions are expected 
to be predominant reaction at the temperature range of below 50°C.  However, at the 
higher temperature range of 55 - 77 °C, polymer chains are segregated from aqueous 
solution by phase separation and collapse by themselves because of the disruption of 
hydrogen bonds between water and PVP molecules.  The mobility of polymer 
segments having less hydrogen bond with water is expected to reduce; thereby the Ea 
for polymer radical-radical recombination reactions is increased. 
 
 
Figure  4.10. Arrhenius plot of the PVP radical decay rate constant from which 
average activation energies: Ea = 1.0 ± 0.4 kcal mol
-1 (I) and 6.8 ± 1.9 kcal mol-1 (II) 
were derived for two different temperature regions in N2O-saturated PVP aqueous 






4.3 Discussion and conclusions  
 
The second order decays observed in pulse radiolysis experiments are 
attributed to the mixture of intra- and inter-crosslinking reactions between PVP 
carbon-centered free radicals.  The temperature-dependent conformation and 
translational diffusivity of PVP in water are expected to affect the behavior of 
polymer radical-radical recombination.  At high temperatures (55 – 77 °C), inter-
distances of the radiolytically generated carbon-centered free radicals on a same chain 
is expected to decrease (i.e., more concentrated radicals in unit pervaded volume of 
polymer strand) than those at low temperatures (28 - 50 °C) because of the collapsed 
chain conformation.  Therefore faster 2k2 was observed in the high temperature 
region.  However, conformation of polymer chains becomes a random coil (i.e., non-
collapsed) at low temperatures with longer polymer radical-radical distance on a same 
chain upon irradiation, thereby 2k2 is lower than the observed values at high 
temperatures.  
The movement of carbon-centered free radicals is restricted by the mobility of 
the polymer segments (i.e., inter-connected monomers) and is expected to decrease in 
the collapsed chain conformation.  In water depleted (i.e., hydrogen bond disrupted) 
PVP strand at high temperature, the motion of the individual polymer segment 
requires more energy to overcome the increased friction.  However, at low 
temperatures, water-PVP hydrogen bonds make segmental motion of polymer chain 
easier by hydrodynamic interactions [77].  The collapsed conformation at high 





form restricting free movement of polymer strand.  Thereby the activation energy 
required for the radical-radical recombination reaction is expected to be higher in the 





Chapter 5:  
TEMPLATE-ASSISTED SYNTHESIS OF 
NANOHYDROGELS 
 
5.1 Introduction and previous works 
The template synthesis became very popular for its efficiency and 
convenience to produce one-dimensionally structured nanomaterials [59, 87, 88].  
Anodized alumina membrane possesses the uniform and straight cylindrical holes 
with controlled aspect ratio.  After filling the desired materials into the holes of 
membrane, homogeneously ordered nanostructures can be easily produced by 
dissolving the membrane in alkali solutions (e.g., sodium hydroxide solution) [87].  
The shape and dimension of nanoscopic polymer materials prepared by this method is 
easily controlled by treated time, surface chemistry of membrane, temperature, etc. 
[59, 88].  The polymer solution can be introduced into the inner nano-capillary holes 
by a natural capillary force or a pressurized injection.   
The behavior of confined polymer chains in a cylindrical pore is generally 
explained by the biaxial compression model as follows [89].  A polymeric chain is 
squeezed into a cylindrical pore of diameter D, where D defines a natural 
compression blob size.  If the chain length scale is smaller than D, the chain follows 
the statistics of an undeformed chain.  For the real chain, the number of monomers g 















g      (5.1) 
where b is the size of monomer.  In the case of confinement of a real chain in a 
cylinder, the length of a tube R∥occupied by an real chain can be estimated as the 





















»     (5.2) 
where N is the number of monomers.  The occupied length R∥increases as the tube 
diameter D decreases.   The real chain confined in a cylinder of diameter D is shown 
schematically in Figure 5.1. 
 
 Figure 5.1. Schematic of a real chain confined in a cylinder of diameter D [89]. 
 
 The free energy of confinement for real chain is of the order of kBT per 






























where kB is Boltzmann constant, T is temperature, RF is the end-to-end distance of 
unconfined real chain.  From Eq. (5.2), the R∥of the PVP molecule is calculated as 
approximately 45 nm by using 6.4 x 10-10 nm as the size of the monomer b [90]. 
The produced shape and dimension are strongly affected by the surface 
chemistry of inner capillary pores and the physical conformation of polymer chains.  
The PVP nanostructure synthesis with an alumina porous membrane were reported 
previously [88].  PVP aqueous solutions were injected into the membrane and the self 
assembled arrays were attained.  Depending on the chemical characteristics (i.e. 
hydrophilic or hydrophobic) of the inner capillary pore surface, the morphology-
controlled one-dimensional nanostructured PVP arrays were produced in either nano-
tube or wire structure [88].  However, no chemical crosslinking process was applied 
for these samples. 
 
 
Figure 5.2. Schematic illustration of the formation of PVP nanostructures and the 
FESEM images of PVP nanotubes (a) and PVP nanowires (b) [88]. 
 
In this work, unlike the previous approach, the crosslinked PVP nanohydrogel 





capillary pore in the nanoporous membrane is expected to provide a physical isolation 
of polymer chains, reducing the likelihood of inter-molecular polymer radical-radical 
crosslinking reactions upon irradiation.  Nanohydrogels synthesis by template-
assisted ionizing radiation is expected to be an effective preparation method for the 
nanostructured polymer gels.  AFM and ESEM were used to investigate the surface 





5.2 Experiments and results 
2.5 g of PVP (Aldrich, Mw = (3.94 ± 0.12) x 10
5
 g mol
-1, determined by 
asymmetric flow field flow fractionation (AFFFF) chromatography) was dissolved in 
250 mL of deionized water (concentration = 9 x 10-2 mol L-1) and allowed to stir for 
overnight.  The alumina (Al2O3) nanoporous membrane disc (Whatman, Anopore™) 
with 200 nm mean capillary pore diameter (Figure 5.3) was used as a nanotemplate 
without surface modification.  The membrane was placed on PVP aqueous solution 
for 12 h to introduce solution into the cylindrical pores by capillary force. 
The maximum height (hmax) to which the PVP aqueous solution can be lifted 






max =     (5.4) 
where hmax is the maximum height (m), T is the surface tension (J m
-2), ρ is density of 
the PVP aqueous solution (kg m-3), g is the gravitational constant (6.673 x 10-11 m3 
kg-1 s-2) and r is the capillary pore radius (2 x 10-7 m) of the nanoporous membrane.   
The surface tension (T) of PVP was determined as 6.3 x 10-2 J m-2 in previous work 
[92], thereby calculated hmax is approximately 128.6 m.  Considering the height of the 
membrane (6 x 10-5 m), the capillary pore in the membrane can be filled up with 
dilute PVP solutions very easily.  The number of introduced PVP molecules is 
estimated as 3.15 x 104 in each single capillary pore from the geometry of pore 







Figure 5.3. ESEM image of the cross section of alumina nanoporous membrane used 
in this experiment; The highly ordered open pore and capillary structure found with 
the average diameter of 200 nm and the height of 60 μm. 
 
The PVP solution-trapped nanoporous membrane was transferred into the deionized 
water-filled container.  Then, it was purged with N2O for 30 min followed by γ-ray 
irradiation with a total dose of 10 kGy at 25 °C.  N2O was used to double the 
radiolytic ●OH yield (0.28 to 0.56 μmol J-1) by converting eaq
– into ●OH as in the 
most of this work.  Dissolution of the alumina membrane in 10 wt% sodium 
hydroxide aqueous solutions and consecutive pH adjustment to neutral by washing 
with excessive deionized water were followed [59].  The schematic representation of 








Figure 5.4. Schematic procedure of the template-assisted γ-ray irradiation; contact 
the nanoporous membrane on PVP aqueous solution (1), introduce solution into the 
capillaries of the membrane (2), steady-state ionizing radiation (γ-ray) to produce the 
crosslinked gel structure in trapped PVP within the capillaries of the membrane (3), 







The synthesized PVP sample solution was dropped on the clean glass plate and dried 
for ESEM analysis.  For AFM study, prepared PVP sample was cast on mica 
substrate and dried at ambient temperature.  
Figure 5.5 shows the ESEM images of the prepared PVP gel particles.  Due to 
the limited image contrast and resolution, the particle shape could not be clearly 
determined as either an individual particle or its agglomerate.  However, diameters of 
the most particles were measured as 90 – 190 nm, which is less than the average 
diameter of the capillaries of nanoporous membrane.  Similar results (particle 
diameters of 95 – 180 nm) were observed by AFM analysis (Figure 5.6 and 5.7).   
To verify the chemical composition and identification of the prepared gel 
particles, FTIR analyses were performed on both unirradiated and irradiated PVP 
samples.  The results are compared in Figure 5.8.  Over all scanned wave number 
ranges (i.e. 4000 – 400 cm-1), characteristic absorption peaks matched each other 
confirming that both samples are chemically identical.  The spectrum of PVP for both 
unirradiated and irradiated samples presents the bands at 3020 – 2820 cm-1 and 1690 
cm-1 and also relevant absorptions at 3690 - 3090 cm-1 and 2200 –1900 cm-1.  The 
absorption at 1690 cm-1 and in the 3020 – 2820 cm-1 range are, in particular, related to 
the absorption of the carbonyl present in the >C(=O) –N– group and to the 
symmetrical and asymmetrical stretching of C–H in –CH2– [93] .  The bands in the 
3690 – 3090 cm-1 and 2200 – 1900 cm-1 regions can be attributed to the presence of 












Figure 5.5. ESEM micrographs of the synthesized PVP nanohydrogels from N2O-
saturated PVP aqueous solutions (c = 9 x 10-2 mol L-1) by the nano-template assisted 
γ-ray irradiation with a dose of 10 kGy at 25 °C; micrograph magnifications are 










Figure 5.6. AFM micrographs of the synthesized PVP nanohydrogels from N2O-
saturated PVP aqueous solutions (c = 9 x 10-2 mol L-1) by the nano-template assisted 
γ-ray irradiation with a dose of 10 kGy at 25 °C: planar view (a) and 3D view (b) 










Figure 5.7. AFM micrographs of the synthesized PVP nanohydrogels from N2O-
saturated PVP aqueous solutions (c = 9 x 10-2 mol L-1) by the nano-template assisted 
γ-ray irradiation with a dose of 10 kGy at 25 °C: planar view (a) and 3D view (b) 









Figure 5.8. FTIR spectra of the unirradiated (PVP-raw) PVP and the synthesized 
nanohydrogels from N2O-saturated PVP aqueous solutions (c = 9 x 10
-2 mol L-1) by 







5.3 Discussion and conclusions 
Nanotemplate-assisted ionizing radiation was firstly implemented to 
synthesize PVP hydrogel nanoparticles.  Highly ordered cylindrical capillary pore 
structure in the nanoporous membrane gives the spatial isolation of polymer chains 
and promotes PVP radical-radical reactions only within the molecules in the same 
capillary pore.  Size of the synthesized PVP gel particles, therefore, is determined by 
the physical dimension of nano-capillary pore structure.  Depending on the pore 
diameter, shape, and surface chemistry of the nanoporous template, synthesized gels 
are expected to have different size, molecular weight, shape, and morphology.  
Irradiation dose is expected to determine the number of crosslinking bonds formed in 
the gels.  Thereby crosslinking density, molecular weight, and size of product are 
expected to be varied.  Concentration of PVP aqueous solution is also expected to 
affect the shape of the final gel product.  The pervaded volume of each PVP chain 
starts to overlap one another at higher solution concentration (i.e., above overlap 
concentration), promoting inter-molecular carbon radical-radical crosslinking 
reactions upon ionizing radiation.  Throughout this reaction, the size and molecular 
weight of the product are expected to increase if competing reactions (e.g., scission 
on the polymer backbone) are suppressed.  If concentration of solution is high enough, 
polymer gel tube (or wire) is expected to be produced rather than discrete gel particles.  
The corresponding physical properties (e.g., porosity, crosslinking density, modulus, 






Chapter 6:   
RECOMMENDATION FOR FUTURE WORKS 
 
6.1 Stimuli-responsive nanohydrogels 
 
It has been reported that some chemically composed hydrogels can respond 
(e.g., shrink or swell) to the change of environments, such as temperature, pH, ionic 
strength, and magnetic/electric field.  Nanohydrogels can respond to the external 
stimuli much faster than the macroscopic hydrogels due to the smaller relaxation time 
(e.g., fast diffusion process) derived from their smaller dimensions [10].  pH- and 
temperature-responsive nanohydrogels will be synthesized by means of pulsed 
electron beam with different conditions (e.g., pH, temperature, pulse repetition rate, 
etc.) and their responses to the external stimuli changes will be characterized in terms 
of particle diameter.  The response rate of crosslinked nanohydrogels is probably 
lower than that of the linear chains due to the restricted conformations caused by 
internal crosslinks of gel structure.  Highly crosslinked nanohydrogels are expected to 
respond slower than non-or low-crosslinked system.  Tests will be carried out in 
parallel using both linear chains and nanohydrogels.  Poly(acrylic acid) (PAA) and 
poly(N-isopropyl acryl amide) (pNIPAAm) will be studied as the pH- and 











Figure 6.1. Schematics of the stimuli-responsive nanohydrogels: pH-responsive 
poly(acrylic acid), PAA (a), temperature-responsive poly(N-isopropyl acrylamide), 
pNIPAAm (b); LCST stands for lower critical solution temperature. 
 
 
The kinetics of polymer radical-radical recombination to form inter- and intra- 
crosslinks in each system will be carried out by pulse radiolysis technique at various 
pH and temperature conditions.  DLS and AFFFF chromatography will be used to 






6.2 Magnetic nanoparticles embedded hydrogels 
Polymer hydrogels with the magnetic properties have been developed using 
non-radiation methods [94, 95].  Magnetic nanohydrogel (i.e., ferrogel) is interesting 
material because it deforms under magnetic field [94, 96, 97].  This unique property 
can be applied in the magnetic field driven drug release, artificial muscles, nano 
actuators, etc.  The dimension of polymer macroscopic gels embedded with fine 
magnetic particles is able to be controlled by magnetic field [98].   
For future work, ionizing radiation by pulsed electron beam will be 
incorporated into the ferrogel synthesis and effect of metal precipitates on the 
recombination of carbon-centered radicals will be studied.  Aqueous solutions of 
metal salts will be used as the source of magnetic material.  Magnetic nanoparticles 
will be introduced into the nanohydrogel matrix by means of complex formation 
between metal ions and polymer.  Previous FTIR studies showed the complex 
formation of PVP with metal ion (e.g., Ag+) [99, 100];  The shift of C=O absorption 
band at ca. 1660 cm-1 was found due to the interactions between metal ions and the 
carbonyl group in PVP.  Fe3O4 nanoparticles may be produced from hydrates of FeCl3 
and FeSO4 mixture with the reaction of potassium hydroxide [98].  The crystalline 
structure of Fe3O4 will be analyzed by X-ray diffraction.  The morphology and 
diameter of synthesized Fe3O4 within polymer nanohydrogels will be analyzed by 






6.3 Nanohydrogels prepared by nano-phase separation 
Another feasible method to prepare nanoscopic hydrogels is based on the nano-
phase separation in the miscible solvents system.  Acetone and water mixture is one 
of the mixed solvent systems which are miscible but rapidly separate the phase at 
certain mixing ratio.  Using this phenomenon, polymer nanogel particles can be 
synthesized by ionizing radiation-induced crosslinking reactions which only occur to 
the dissolved hydrophilic polymers in water.  Unlike other micro-emulsion process 
[13, 14], emulsifier or surfactant is not required.  By controlling the relative mixing 
ratio of the solvents, size of the synthesized hydrogel particles is expected to be 
varied.  In a mixture of miscible solvents (e.g., water and acetone), solvent molecules 
attract one each other at any concentration of molecules and it can be described by 





24)1( p     (6.1) 
where gij is the radial distribution function which can be described as the change of 
the density of the molecules j which surrounds a molecule i as a function of the 
distance.  Previous studies shows that water molecules have maximum Gij due to the 
preferred water-water interaction (G11) [102, 103].  Water tend to self-aggregate with 
maximum degree at around composition of 0.5 mole fraction in the mixture of 
acetone and water (Figure 6.2) [102, 103].  By simple changes of the relative ratio of 







Figure 6.2. Gij functions vs. the mole fraction of water x1 for water (1) – organic 
component (2) (i.e., acetone) mixtures at 25 °C [102]. 
 
Water soluble (insoluble in acetone) polymers such as PVP can be confined into the 
water aggregates (due to its selective solubility) and is expected to become gel-
structure by ionizing radiation-induced inter- and intra-crosslinking bonds.  Size of 
the synthesized product is expected to be dependent upon water aggregates size. 
Based on this idea, a preliminary experiment was carried out with following 
procedure; 50g of 1 wt% (equivalent to 9 x 10-2 mol L-1) PVP (Mw = (3.94 ± 0.12) x 
105 g mol
-1) aqueous solution was added to 27g of acetone.  The x1 is about 0.85.  
PVP aqueous solution-acetone mixture was then saturated with N2O to increase the 
radiolytic yield of ●OH as shown in reaction (2.14).  The mixture was irradiated by γ-
ray with 10 kGy dose to produce crosslinked gel structures in PVP.  Figure 6.3 shows 
the distribution of Rh of prepared sample.  The average Rh was measured as 98 ± 5 
nm and showed mono-disperse distribution of particle size.  Despite the relatively 
high concentration (9 x 10-2 mol L-1) of PVP aqueous solution, the final product still 













Figure 6.3. Rh distribution (with average Rh = 98 ± 5 nm) of the PVP nanohydrogels 
synthesized by nano-phase separation technique; total irradiated dose = 10 kGy,  
9 x 10-2 mol L-1 PVP in water/acetone mixture. 
 
The further investigations will be carried out based on the preliminary result.  Effects 
of the synthesis parameters (e.g., irradiation temperature, dose, dose rate, etc.) on the 
molecular weight distributions and surface morphologies of the polymer gel products 
























6.4 Gel nanoparticles network 
Macroscopic gel structure made with nanohydrogel particles is expected to be 
an interesting material for its unique properties including high surface area and the 
stimuli-tunable heterogeneity which bulk gels do not have.  By combining two or 
more types of stimuli-responsive nanohydrogels into a single macroscopic matrix, 
multi-functional gel materials may be produced for specific applications [104].  
However, previous works are based on the classical crosslinking process using toxic 
crosslinking agents and requires many auxiliary steps [104].  Ionizing radiation is a 
good alternative method to interlink different types of nanohydrogel particles into a 
single macroscopic gel matrix (i.e., gel nanoparticles network) by inter-molecular 
crosslinking reactions.  The hierarchical structure of gel nanoparticle network is 
shown in Figure 6.4.  Various formulations with different types of nanohydrogels 
(e.g., pH-responsive, temperature-responsive, adhesive, and magnetic nanohydrogels) 
will be used to produce gel nanoparticle networks and their multi-functional 
properties will be tested (Figure 6.5). 
 
 







Figure 6.5. The synthesis route for the multi-functional and multi-component gel 
nanoparticles network. 
 
The physical/chemical properties of the gel nanohydrogel particle network and the 
conventional macroscopic gel (i.e., crosslinked gel composed of linear polymer 
chains with a same chemical composition) will be compared.  Surface morphology 








AFFFF results of the PVP nanohydrogels 
 
 As extended AFFFF analysis works, (1) the plots of the elute time and Rh 
distribution range and (2) the plots of the cumulative and linear differential molar 
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Figure 1.1. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of unirradiated PVP aqueous solution (c = 
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Figure 1.2. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
= 0.9 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 20°C (pulse repetition rate 
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Figure 1.3. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
= 0.9 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 20°C (pulse repetition rate 
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Figure 1.4. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
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Figure 1.5. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
= 0.9 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 20°C (pulse repetition rate 
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Figure 1.6. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
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Figure 1.7. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
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Figure 1.8. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
= 0.9 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 60°C (pulse repetition rate 
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Figure 1.9. Elution and Rh diagram (a), distribution analysis of the cumulative molar 
mass and linear differential molar mass (b) of the synthesized PVP nanohydrogels (c 
= 0.9 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 60°C (pulse repetition rate 
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Figure 1.10. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels (c = 0.9 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 77 °C 
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Figure 1.11. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels (c = 0.9 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 77 °C 
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Figure 1.12. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels (c = 0.9 x 10-2 mol L-1) with e-beam irradiation of 5 kGy at 77 °C 
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Figure 1.13. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels(c = 0.9 x 10-2 mol L-1) with e-beam irradiation of 5 kGy at 77 °C 
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Figure 1.14. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels (c = 0.45 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 77°C 
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Figure 1.15. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels (c = 0.45 x 10-2 mol L-1) with e-beam irradiation of 10 kGy at 77°C 
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Figure 1.16. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels (c = 0.45 x 10-2 mol L-1) with e-beam irradiation of 5 kGy at 77°C 
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Figure 1.17. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
nanohydrogels (c = 0.45 x 10-2 mol L-1) with e-beam irradiation of 5 kGy at 77°C 
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Figure 1.18. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
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Figure 1.19. Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
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Figure 1.20.  Elution and Rh diagram (a), distribution analysis of the cumulative 
molar mass and linear differential molar mass (b) of the synthesized PVP 
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